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FAN MODEL NUMBERING SYSTEM

1
2

: One Ball/Sleeve Bearing
: Two Ball Bearing

B
E
H
Q
W
L
K
R
Y

: Wide Operating Voltage Range Model
: Wide Operating Temperature Range Model
: HDB
: New Blades Design Q Type 
: New Blades Design W Type  
: LED Fan
: KM Fan
: Round Frame Fan
: Frameless
: Standard Type

N
A
I
F
R
C
Q
P
S
T
E
D
M
X
V
W
B
U
G
H

: Transistor (2 wires)
: Transistor With FG Signal(3 wires)
: Auto-Restart IC (2 wires)
: Tachometer IC (3 wires)
: Alarm High IC (3 wires)
: Alarm High (R) + Tachometer (F) IC
: Alarm Low IC (3 wires)
: Alarm Low (Q) + Tachometer (F) IC
: Alarm high-low IC (3wires)
: Thermistor IC (2 wires)
: Thermistor IC(T)+VR
: Thermistor IC(T)+VR+Tachometer(F) IC
: Thermistor (T) + Tachometer (F) IC
: Thermistor (T)+Alarm High(R) IC
: Thermistor (T) +Alarm High-Low (S) IC
: Pulse Width Modulation (PWM) IC
: Pulse Width Modulation(PWM) IC,  Without FG Signal
: PWM(W)+Thermistor IC(T)
: Vcc With PWM Control, Without FG Signal
: Vcc With PWM Control, With FG Signal
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About Y.S. TECH

 
 

 

Headquarters

Dongguan Factory

Shanghai Factory

Yen Sun Technology Corporation was established in 1987, 

conformity with the business philosophies of 

INNOVATION, QUALITY and EFFICIENCY. 

With over 1000 employees, Yen Sun is a publicly-traded company in 

Taiwan comprised of two major divisions, including the Electronics 

Cooling Division and the Home Appliances Division. The 

manufacturing plants are located in Taiwan, Dongguan, and 

Shanghai with the worldwide service facilities throughout Asia, 

America, Australia and the greater part of Europe.

In the past decade, the Electronic Cooling Division has 

accumulated hundreds of patents all over the world and 

successfully established a reputation of consistent quality and 

unique capabilities with its well-known brand name Y.S. TECH. 

Devoted to innovative technologies and new products, Y.S. TECH 

continuously improves its R&D and core technologies. The core 

technologies consist of Advanced Motor Control, CFD Thermal and 

Fluid Dynamic Simulation, Psycho-Acoustic Analysis, and Electro-

Thermal Analysis. Y.S. TECH has integrated its core technologies to 

develop a series of DC and AC cooling fans with RoHS compliance 

such as a series of Xtreme high performance fans, along with the 

SINTETICO long life bearing system that has been approved for 

Telecom and Automotive applications. Furthermore, utilizing T.M.D. 

Technology Y.S. TECH has developed the world's slimmest 

fansmeasuring only 0.4 centimeters in thickness with applications 

include the next-generation multi-function handheld devices.

CUSTOMER SATISFACTION is based on excellent production 

capabilities as well as a consistent level of quality. In such a way, 

Y.S. TECH's advanced automated production lines, along with our 

precision equipment, provide a high level quality control. Moreover, 

Yen Sun utilizes XRF to assist its Environmental Materials 

Management. 

This quality system has not only been approved by ISO 14001 and 

ISO 9001, but has also gained TS 16949 certification, the worldwide 

automotive industry quality standard.

At Y.S. TECH, our long-term vision is to aggressively integrate our 

business resources, enhance total quality management, 

innovations, and increase our global logistics capabilities to 

achieve competitive advantages as a world-class manufacturer to 

be YOUR BEST PARTNER OF THERMAL SOLUTIONS.

PHILOSOPHIES

Headquarters Location: Kaohsiung,Taiwan
Business Units:
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FD2510-N SERIES

2B: 2-ball bearing  L   S: sleeve bearing: sintetico bearing

OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

Voltage Available Function AvailableBearing System Available
L
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7.00

2.80

1.40

0
0 0.70 1.40 2.10 2.80 3.50

4.20

5.60

Airflow: 2.0~3.3 CFM         

Static Pressure: 3.7~6.3 mm-H2O

Blade / Housing: 

Plastic Material UL 94V-0 P.B.T.         

Lead Wire: UL1571 #28 AWG

Weight: 7.5 g

241205 W U

7~13.2          
7~13.2          
7~13.2          

FD122510LB-N       
FD122510MB-N         
FD122510HB-N         

9~13.2          2B          
2B         
2B          

FD122510EB-N         2B          

12

2.0 0.48 80000        18.0
2.4

75000            
22.5

40

65
50 80000        

26.02.8

3.7
4.5
5.3

0.60
0.78

7000
8500

10000
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3
2

65000            70 30.03.3 6.3 0.8412000 1

FD052510LB-N       
FD052510MB-N         
FD052510HB-N         

2B          
2B         
2B          

FD052510EB-N         2B          

05
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0.70

7000
8500

10000

4
3
2

65000            180 30.03.3 6.3 0.9012000 14~5.5          
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FD2515 SERIES

2B: 2-ball bearing  L  S: sleeve bearing: sintetico bearing 

OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

Voltage Available Function AvailableBearing System Available
L N A I F R Q S T M V C P D

25x25x15mm

Airflow (CFM)
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5.90

2.36

1.18

0
0 0.67 1.34 2.00 2.67 3.34

3.54

4.72

Airflow: 2.1~2.6 CFM         

Static Pressure: 3.1~4.7 mm-H2O

Blade / Housing: 

Plastic Material UL 94V-0 P.B.T.         

Lead Wire: UL1571 #28 AWG

Weight: 10.0 g

241205 W U

7~13.2          
7~13.2          

FD122515MB         
FD122515HB         

2B         
2B          

12
2.1

75000            
24.0

60
45 80000        

28.02.6
3.1
4.7

0.54
0.72

9000
11000

2
1

FD052515MB         
FD052515HB         

2B         
2B          

05
4~5.5          
4~5.5          

2.1
75000            

24.0
100

70 80000        
28.02.6

3.1
4.7

0.35
0.50

9000
11000

2
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48 2B 48 2B

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.
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FD3010-N SERIES

OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

Voltage Available Function AvailableBearing System Available
L N A I F R Q S T M V C P D

30x30x10mm

Airflow (CFM)
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5.50

2.20

1.10

0
0 0.90 1.80 2.70 3.60 4.50

3.30

4.40

Airflow: 2.5~4.0 CFM         

Static Pressure: 2.0~5.2 mm-H2O

Blade / Housing: 

Plastic Material UL 94V-0 P.B.T.         

Lead Wire: UL1571 #28 AWG

Weight: 9 g

241205 W U

FD053010LB-N       
FD053010MB-N         
FD053010HB-N         

2B          
2B         
2B          

FD053010EB-N         2B          

05

2.5 0.25 80000        <17.0
3.0

75000            
18.0

50

90
80 80000        

21.53.4

2.0
2.7
3.3

0.40
0.45

5800
6800
7800

4
3
2

65000            120 28.04.0 5.2 0.6010000 1

7~13.2          
7~13.2          
7~13.2          

FD123010LB-N       
FD123010MB-N         
FD123010HB-N         

9~13.2          2B          
2B         
2B          

FD123010EB-N         2B          

12

2.5 0.42 80000        <17.0
3.0

75000            
18.0

35

40
40 80000        

21.53.4

2.0
2.7
3.3

0.48
0.48

5800
6800
7800

4
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OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

Voltage Available Function AvailableBearing System Available
L N A I F R Q S T M V C P D

30x30x15mm

Airflow (CFM)
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7.50

3.00

1.50

0
0 1.30 2.60 3.90 5.20 6.50

4.50

6.00

Airflow: 3.8~6.1 CFM         

Static Pressure: 2.8~7.1 mm-H2O

Blade / Housing: 

Plastic Material UL 94V-0 P.B.T.         

Lead Wire: UL1571 #28 AWG

Weight: 13 g

241205 W U

FD053015LB-N       
FD053015MB-N         
FD053015HB-N         

4~5.5          2B          
2B         
2B          

7~13.2          
7~13.2          

FD123015LB-N       
FD123015MB-N         
FD123015HB-N         

7~13.2          2B          
2B         
2B          

05           

12

4~5.5          
4~5.5          

3.8 0.30 80000        <17.0
4.4

75000            
20.5

60

110
85 80000        

25.04.9

2.8
3.7
4.4

0.425
0.55

7000
8000
9000

4
3
2

FD053015EB-N         2B          4~5.5          65000            200 30.05.7 6.3 1.0011000 1

7~13.2          FD123015EB-N         2B          

3.8 0.36 80000        <17.0
4.4

75000            
20.5

30

45
40 80000        

25.04.9

2.8
3.7
4.4

0.48
0.54

7000
8000
9000

4
3
2

65000            90 30.06.1 7.1 1.0811500 1

FD3015-N SERIES
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2B: 2-ball bearing  L   S: sleeve bearing: sintetico bearing 2B: 2-ball bearing  L  S: sleeve bearing: sintetico bearing 

2B48 2B48

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.
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FD4010 SERIES

OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

Voltage Available Function AvailableBearing System Available
L N A I F R Q S T M V C P D

40x40x10mm

Airflow (CFM)
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2.72

1.36

0
0 2.00 4.00 6.00 8.00 10.0

4.08

5.44

Airflow: 4.5~8.1 CFM         

Static Pressure: 2.0~5.4 mm-H2O

Blade / Housing: 

Plastic Material UL 94V-0 P.B.T.         

Lead Wire: UL1007 #26 AWG

Weight: 15 g

2B         
2B          
2B         
2B        

241205 W U

05

FD124010LB      
FD124010MB         
FD124010HB         

4500   
5500       
6500       

7~13.2          
7~13.2          
7~13.2          

2B          
2B         
2B          

FD124010EB         75007~13.2          2B          
FD244010LB       
FD244010MB         
FD244010HB         

12~26.4          
12~26.4          
12~26.4          

2B          
2B         
2B          

12           

24           

4500   
5500       
6500       

4500   
5500       
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75000            
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90
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2.0
2.9
4.1
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0.85
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4~5.5         
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75000            
25.0

45
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FD4015 SERIES

OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

Voltage Available Function AvailableBearing System Available
L N A I F R Q S T M V C P D

40x40x15mm

Airflow (CFM)
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FD054015L B         
FD054015MB         

4~5.5         

VDC   VDC   W   RPM   CFM mm-H2O    dB(A)     Hour    mA  
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10.0

4.00

2.00

0
0 2.20 4.40 6.60 8.80 11.0

6.00

8.00

Airflow: 6.1~9.5 CFM         

Static Pressure: 4.6~8.7 mm-H2O

Blade / Housing: 

Plastic Material UL 94V-0 P.B.T.         

Lead Wire: UL1007 #26 AWG

Weight: 26 g

2B         
2B          

241205 W U

05

FD124015LB      
FD124015MB         
FD124015HB         

6000   
7300       
8600       

7~13.2          
7~13.2          
7~13.2          

2B          
2B         
2B          

12           

4~5.5         
6.1 0.96 80000        28.0
7.5

75000            
32.0
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120 80000        
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7300       
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7.5 32.0
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2B: 2-ball bearing  L   S: sleeve bearing: sintetico bearing 2B: 2-ball bearing  L  S: sleeve bearing: sintetico bearing 

2B48 2B48

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.
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OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

Voltage Available Function AvailableBearing System Available
L N A I F R Q S T M V C P D

40x40x15mm

Airflow (CFM)
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FD4015-N SERIES
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FD124015L B-N         
FD124015MB-N         

7~13.2         

VDC   VDC   W   RPM   CFM mm-H2O    dB(A)     Hour    mA  
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15.0

6.00

3.00

0
0 3.00 6.00 9.00 12.0 15.0

9.00

12.0

Airflow: 5.6~14.6 CFM         

Static Pressure: 2.6~14.6 mm-H2O

Blade / Housing: 

Plastic Material UL 94V-0 P.B.T.         

Lead Wire: UL1007 #26 AWG

Weight: 26 g

2B         
2B          

241205 W U

FD124015H B-N      
FD124015EB-N         
FD124015EB-N         

7000   
8300       
9500       

7~13.2          
7~13.2          
7~13.2          

2B          
2B         
2B          

12           

7~13.2          
8.2 1.56 75000        33.2
9.4

65000            
36.8

130

240
190 65000        

40.811.2

5.1
7.1
9.1

2.28
2.88

4
3
2

5000
6000       

5.6 1.08 80000        24.0
6.6 29.3

90
100 80000        

2.6
3.5 1.20

6
5

FD124015UB-N         11000       7~13.2          2B          65000            280 42.514.6 14.6 3.36 1

FD4020-H SERIES

OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

Voltage Available Function AvailableBearing System Available

24 2412 L24 2B N A I F R Q S T M V C P

40x40x20mm

Airflow (CFM)
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Model No.

R
a

te
d
 

V
o

lt
a

g
e
 

O
p

e
ra

ti
n

g
 

V
o

lt
a

g
e
 R

a
n

g
e

S
p

e
e

d

M
a

x
. 
A

ir
fl

o
w

M
a

x
. 

S
ta

ti
c
 P

re
s
s
u

re

C
u

rr
e

n
t

P
o

w
e

r 
C

o
n

s
u

m
p

ti
o

n
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e

FD124020LB -H       0.84 80000        20.0
FD124020MB-H         7.2         

75000            
25.5

70         

140           FD124020HB -H         
100           80000        

29.512           9.0         

3.2              
5.2          
6.4         

1.20
1.68

5000   
6300       
7600       

5
4
3

N
o

is
e
 L

e
v
e

l

7~13.2          
7~13.2          
7~13.2          

VDC   VDC   W   RPM   CFM mm-H2O    dB(A)     Hour    mA  

B
e

a
ri

n
g

  
  

  

2B          

13.0

5.2

2.6

0
0 2.6 5.2 7.8 10.4 13.0

7.8

10.4

Airflow: 5.7~12.0 CFM         

Static Pressure: 3.2~11.5 mm-H2O

Blade / Housing: 

Plastic Material UL 94V-0 P.B.T.         

Lead Wire: UL1007 #26 AWG

Weight: 24 g

48

FD124020UB -H       
FD244020LB -H         
FD244020MB-H         

7~13.2          12.0           11.5              
40         
50           

210           2.52
0.96       
1.20 80000        

65000            

80000        
37.510000   

FD244020HB -H       
FD244020EB -H         

24           

5000   
6300       
7600       
8900   10.5

5.7         
7.2         
9.0         

3.2              
5.2          
6.4         
9.2

70         
100           

1.68
2.40       

65000            

75000            

20.0
25.5
29.5
33.5

1
5
4

2
32B         

2B          

2B         
2B          

12~26.4          
12~26.4          
12~26.4          

12~26.4          

2B         

2B         
2B          

65000            170FD124020EB -H         33.510.5 9.2 2.048900       27~13.2          2B          

65000            FD244020UB -H         10000   12.0           11.5              130 3.12 37.512B          12~26.4          

05 D W U
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2B: 2-ball bearing  L   S: sleeve bearing: sintetico bearing 2B: 2-ball bearing  L  S: sleeve bearing: sintetico bearing 

2B48

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.
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FD4510 SERIES

OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

Voltage Available Function AvailableBearing System Available
2412 L2B N A I F R Q S T M V C P

45x45x10mm

Airflow (CFM)
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FD054510LS      
FD054510MS         
FD054510HS         

05

N
o
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4~5.5          
4~5.5          
4~5.5          

VDC   VDC   W   RPM   CFM mm-H2O    dB(A)     Hour    mA  

B
e

a
ri

n
g

  
  

  

S          

5.00

2.00

1.00

0
0 2.20 4.40 6.60 8.80 11.0

3.00

4.00

Airflow: 8.0~10.3 CFM         

Static Pressure: 2.5~4.8 mm-H2O

Blade / Housing: 

Plastic Material UL 94V-0 P.B.T.         

Lead Wire: UL1007 #26 AWG

Weight: 17 g

48

FD054510MB       4~5.5          8.7 3.4 170 0.85 31.55500 80000            22B         

S         
S          

80000            150FD054510LB         29.08.49 3.1 0.755100 34~5.5          2B          

12
7~13.2
7~13.2
7~13.2

7~13.2
7~13.2

05 D W U

FD054510HB       4~5.5          10.3 4.8 240 1.20 37.06500 75000            12B         
FD124510LS      
FD124510MS         
FD124510HS         

S          

FD124510MB       2B         

S         
S          

FD124510LB         2B          

FD124510HB       2B         

7.6 1.08 30000        28.5
8.5

25000            
30.5

90

140
120 30000        

35.510.0

2.5
3.0
4.0

1.44
1.68

4900   
5300       
6300

3
2
1

8.7 3.4 120 1.44 31.55500 80000            2
80000            90 29.08.49 3.1 1.085100 3

10.3 4.8 140 1.68 37.06500 75000            17~13.2

7.6 0.75 30000        28.5
8.5

25000            
30.5

150

240
170 30000        

35.510.0

2.5
3.0
4.0

0.85
1.20

4900   
5300       
6300

3
2
1
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FD5010 SERIES

OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

Voltage Available Function AvailableBearing System Available
L2B N A I F R Q S T M V C P D

50x50x10mm

Airflow (CFM)

S

Model No.
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FD055010L B         
FD055010MB         
FD055010HB         

4~5.5         

VDC   VDC   W   RPM   CFM mm-H2O    dB(A)     Hour    mA  

B
e

a
ri

n
g

  
  

  

5.08

2.03

1.02

0
0 3.40 6.80 10.2 13.6 17.0

3.05

4.06

Airflow: 9.0~13.8 CFM         

Static Pressure: 1.7~4.1 mm-H2O

Blade / Housing: 

Plastic Material UL 94V-0 P.B.T.         

Lead Wire: UL1007 #26 AWG

Weight: 18 g

2B         
2B          
2B         

2412 4805 W U

05

FD125010L B      
FD125010MB         
FD125010HB         

7~13.2          
7~13.2          
7~13.2          

2B          
2B         
2B          

FD125010EB         60007~13.2          2B          
FD245010MB       
FD245010HB         

12~26.4          
12~26.4          

2B          
2B         

12           

24           

4000   
4600       
5200       

9.0 0.75 80000        25.5
10.7

75000            
31.0

150

215
170 80000        

34.012.0

1.7
2.6
3.0

0.85
1.08

4
3
2

4~5.5         
4~5.5         

65000            180 38.513.8 4.1 2.16 1

4200
4600       
5200       

9.5 1.08 80000        27.0
10.7

75000            
31.0

90

140
120 80000        

34.012.0

1.9
2.6
3.0

1.44
1.68

4
3
2

4600       
5200       

10.7
75000            

31.0
100
60 80000        

34.012.0
2.6
3.0

1.44
2.40

3
2
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2B: 2-ball bearing  L   S: sleeve bearing: sintetico bearing 2B: 2-ball bearing  L  S: sleeve bearing: sintetico bearing 

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.
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FD5015 SERIES

OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

Voltage Available Function AvailableBearing System Available
L2B N A I F R Q S T M V C P D

50x50x15mm

Airflow (CFM)

S

Model No.
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4
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FD055015L B         
FD055015MB         
FD055015HB         

4~5.5         

VDC   VDC   W   RPM   CFM mm-H2O    dB(A)     Hour    mA  

B
e

a
ri

n
g

  
  

  

5.55

2.22

1.11

0
0 4.20 8.40 12.6 16.8 21.0

3.33

4.44

Airflow: 12.0~17.1 CFM         

Static Pressure: 2.0~4.4 mm-H2O

Blade / Housing: 

Plastic Material UL 94V-0 P.B.T.         

Lead Wire: UL1007 #26 AWG

Weight: 27 g

2B         
2B          
2B         

2412 4805 W U

05

FD125015L B      
FD125015MB         
FD125015HB         

7~13.2          
7~13.2          
7~13.2          

2B          
2B         
2B          

FD125015EB         55007~13.2          2B          
FD245015L B       
FD245015MB         

12~26.4          
12~26.4          

2B          
2B         

12           

24           

4~5.5         
4~5.5         

65000            220 36.517.1 4.4 2.64 1

3800
4500       
5000

12.0 1.02 80000        24.5
13.1

75000            
30.0

85

170
130 80000        

31.515.5

2.0
3.2
3.6

1.56
2.04

4
3
2

FD245015HB       
FD245015EB         

12~26.4          
12~26.4          

2B          
2B         5500 65000            110 36.517.1 4.4 2.64 1

3800
4500       
5000

12.0 1.68 80000        24.5
13.1

75000            
30.0

70

90
80 80000        

31.515.5

2.0
3.2
3.6

1.92
2.16

4
3
2

3800
4500       
5000

12.0 0.90 80000        24.5
13.1

75000            
29.5

180

285
250 80000        

31.515.5

2.0
3.2
3.6

1.25
1.43

4
3
2
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FD5020 SERIES

OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

Voltage Available Function AvailableBearing System Available
2412 L2B N A I F R Q S T M V C P

50x50x20mm

Airflow (CFM)

S

8.9           

Model No.
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FD125020LS       0.72 30000        22.5
FD125020MS         11.0

25000            
25.0

60

110FD125020HS         
90 30000        

30.0
12           

13.2

2.1
4.0
4.7

1.08
1.32

3500   
4300       
5300       

3
2
1

N
o

is
e
 L

e
v
e

l

7~13.2          
7~13.2          
7~13.2          

VDC   VDC   W   RPM   CFM mm-H2O    dB(A)     Hour    mA  

B
e

a
ri

n
g

  
  

  

S          

Airflow: 8.9~14.0 CFM         

Static Pressure: 2.1~5.5 mm-H2O

Blade / Housing: 

Plastic Material UL 94V-0 P.B.T.         

Lead Wire: UL1007 #26 AWG

Weight: 36.0 g

48

FD125020MB       7~13.2          12.2 4.0 90 1.08 28.04800 80000            22B         

S
S

80000            60FD125020LB         23.510.0 2.5 0.723900 37~13.2          2B          

05 D W U

75000            110FD125020HB         32.514.0 5.5 1.325600 17~13.2          2B          

6.93

2.77

1.37

0
0 3.40 6.80 10.2 13.6 17.0

4.16

5.54
S
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2B: 2-ball bearing  L   S: sleeve bearing: sintetico bearing 2B: 2-ball bearing  L  S: sleeve bearing: sintetico bearing 

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.
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FD6010 SERIES

OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

Voltage Available Function AvailableBearing System Available
L2B N A I F R Q S T M V C P D

60x60x10mm

Airflow (CFM)
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Model No.

R
a

te
d
 

V
o

lt
a

g
e
 

O
p

e
ra

ti
n

g
 

V
o

lt
a

g
e
 R

a
n

g
e

S
p

e
e

d

M
a

x
. 
A

ir
fl

o
w

M
a

x
. 

S
ta

ti
c
 P

re
s
s
u

re

C
u

rr
e

n
t

P
o

w
e

r 
C

o
n

s
u

m
p

ti
o

n
  
  
  
  
  

o
L

if
e
 a

t 
4

0
C

 L
1

0

P
-Q

 C
u

rv
e

N
o

is
e
 L

e
v
e

l

FD056010L B         4~5.5         

VDC   VDC   W   RPM   CFM mm-H2O    dB(A)     Hour    mA  

B
e

a
ri

n
g

  
  

  

5.05

2.02

1.01

0
0 5.80 11.6 17.4 23.2 29.0

3.03

4.04

Airflow: 17.3~23.3 CFM         

Static Pressure: 2.1~4.0 mm-H2O

Blade / Housing: 

Plastic Material UL 94V-0 P.B.T.         

Lead Wire: UL1007 #26 AWG

Weight: 26.0 g

2B         

2412 4805 W U

05

FD126010L B      
FD126010MB         
FD126010HB         

7~13.2          
7~13.2          
7~13.2          

2B          
2B         
2B          

12           

3800   17.3 1.30 80000        33.02602.1 3

4500
5200       

21.0
75000            

38.0
240
170 80000        

41.023.3
3.0
4.0

2.04
2.88

2
1

3800   17.3 1.68 80000        33.01402.1 3

FD126010LS      
FD126010MS         
FD126010HS         

7~13.2          
7~13.2          
7~13.2          

S          
S
S

4500
5200       

21.0
25000            

38.0
240
170 30000        

41.023.3
3.0
4.0

2.04
2.88

2
1

3800   17.3 1.68 30000        37.51402.1 3
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FD6015 SERIES

OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

Voltage Available Function AvailableBearing System Available
L2B N A I F R Q S T M V C P D

60x60x15mm

Airflow (CFM)

S

6.00

2.40

1.20

0
0 6.40 12.8 19.2 25.6 32.0

3.60

4.80

Airflow: 17.1~31.3 CFM         

Static Pressure: 2.0~5.3 mm-H2O

Blade / Housing: 

Plastic Material UL 94V-0 P.B.T.         

Lead Wire: UL1007 #26 AWG

Weight: 26.0 g

2412 4805 W U

Model No.

R
a

te
d
 

V
o

lt
a

g
e
 

O
p

e
ra

ti
n

g
 

V
o

lt
a

g
e
 R

a
n

g
e

S
p

e
e

d

M
a

x
. 
A

ir
fl

o
w

M
a

x
. 

S
ta

ti
c
 P

re
s
s
u

re

C
u

rr
e

n
t

P
o

w
e

r 
C

o
n

s
u

m
p

ti
o

n
  
  
  
  
  

o
L

if
e
 a

t 
4

0
C

 L
1

0

P
-Q

 C
u

rv
e

N
o

is
e
 L

e
v
e

l

VDC   VDC   W   RPM   CFM mm-H2O    dB(A)     Hour    mA  

B
e

a
ri

n
g

  
  

  

FD126015L B      
FD126015MB         
FD126015HB         

7~13.2          
7~13.2          
7~13.2          

2B          
2B         
2B          

FD126015EB         52007~13.2          2B          

FD246015L B       
FD246015MB         

12~26.4          
12~26.4          

2B          
2B         

12           

24           

65000            270 40.027.2 4.8 3.24 2

3200
4000
4700

17.0 1.20 80000        25.5
21.0

75000            
33.0

100

220
160 80000        

36.024.1

2.0
3.0
3.9

1.92
2.64

5
4
3

FD246015HB       12~26.4          2B          

FD126015EB         60007~13.2          2B          65000            400 43.031.3 5.3 4.80 1

3200
4000
4700

17.0 1.68 80000        25.5
21.0

75000            
33.0

70

145
110 80000        

36.024.1

2.0
3.0
3.9

2.64
3.48

5
4
3

FD126015LS      
FD126015MS         
FD126015HS         

7~13.2          
7~13.2          
7~13.2          

S
S
S

3000
3800
4700

15.1 0.90 30000        24.0
19.8

25000            
31.0

75

220
140 30000        

36.024.1

1.8
2.6
3.9

1.68
2.64

5
4
3

FD246015LS       
FD246015MS         

12~26.4          
12~26.4          

S          
S

3000
3800

15.1 2.16 30000        24.0
19.8 31.0

90
110 30000        

1.8
2.6 2.64

5
4
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2B: 2-ball bearing  L   S: sleeve bearing: sintetico bearing 2B: 2-ball bearing  L  S: sleeve bearing: sintetico bearing 

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.
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FD6020 SERIES

OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

Voltage Available Function AvailableBearing System Available
L2B N A I F R Q S T M V C P D

60x60x20mm

Airflow (CFM)

S

7.50

3.00

1.50

0
0 6.00 12.0 18.0 24.0 30.0

4.50

6.00

Airflow: 17.1~29.1 CFM         

Static Pressure:2.4~7.0 mm-H2O

Blade / Housing: 

Plastic Material UL 94V-0 P.B.T.         

Lead Wire: UL1007 #26 AWG

Weight: 44.0 g

2412 4805 W U

Model No.
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p
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4
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VDC   VDC   W   RPM   CFM mm-H2O    dB(A)     Hour    mA  

B
e

a
ri

n
g

  
  

  

FD126020L B      
FD126020MB         
FD126020HB         

7~13.2          
7~13.2          
7~13.2          

2B          
2B         
2B          

FD126020EB         53007~13.2          2B          

FD246020L B       12~26.4          2B          

65000            280 41.029.1 7.0 3.36 1

3000
3600
4200

17.0 0.96 80000        26.0
20.0

75000            
30.0

80

160
110 80000        

35.022.9

2.4
3.4
4.4

1.32
1.92

4
3
2

FD246020HB       12~26.4          2B          4200 75000            80 35.022.9 4.4 1.92 2

3000 17.0 0.96 80000        26.0402.4 4
FD246020MB         12~26.4          2B         3600 20.0 30.070 80000        3.4 1.68 3

FD126020LS      
FD126020MS         

7~13.2          
7~13.2          

S
S

2800
3400

15.2 0.96 30000        25.0
18.0 28.0

80
110 30000        

2.0
2.7 1.32

4
3

FD126020HS         7~13.2          S 4000 25000            160 35.021.8 4.0 1.92 2

FD246020MS         12~26.4          S         
FD246020HS       12~26.4          S          4000 25000            80 35.021.8 4.0 1.92 2

3400 18.0 28.070 30000        2.7 1.68 3
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FD126020ES         7~13.2          S 5300 25000            250 41.029.2 7.0 3.00 1

24           24           

12           

FD6025 SERIES

OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

Voltage Available Function AvailableBearing System Available
L2B N A I F R Q S T M V C P D

60x60x25mm

Airflow (CFM)

S

Model No.
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4
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FD486025L B         
FD486025MB         
FD486025HB         
FD486025EB         24~56.0          

VDC   VDC   W   RPM   CFM mm-H2O    dB(A)     Hour    mA  

B
e

a
ri

n
g

  
  

  

15.0

6.00

3.00

0
0 8.40 16.8 25.2 33.6 42.0

9.00

12.0

Airflow: 15.8~40.1 CFM         

Static Pressure: 2.4~14.2 mm-H2O

Blade / Housing: 

Plastic Material UL 94V-0 P.B.T.         

Lead Wire: UL1007 #24 AWG

Weight: 56 g

2B         
2B          
2B         
2B        

2412 4805 W U

FD126025LB       
FD126025MB         20.0 29.5
FD126025HB         

120 80000        3.8 1.443700 47~13.2          
2B          
2B         
2B          

FD126025EB         2B          

FD246025LB       
FD246025MB         
FD246025HB         12~26.4          

2B          
2B         
2B          

FD246025EB         12~26.4          2B          

48           

12           

24           

15.8 23.580 80000        2.4 0.962800 57~13.2          

25.4 34.0150 75000        5.5 1.804300 37~13.2          
29.3 40.5210 65000        6.3 2.525200 27~13.2          

24~56.0          
24~56.0          
24~56.0          

12~26.4          
12~26.4          

FD126025EB         2B          7~13.2          

FD246025EB         12~26.4          2B          

40.1 48.0330 65000        14.2 3.966800 1

20.0 29.570 80000        3.8 1.683700 4
15.8 23.550 80000        2.4 1.202800 5

25.4 34.090 75000        5.5 2.164300 3
29.3 40.5110 65000        6.3 2.645200 2
40.1 48.0210 65000        14.2 5.046800 1

20.0 29.545 80000        3.8 2.163700 4
15.8 23.530 80000        2.4 1.442800 5

25.4 34.050 75000        5.5 2.404300 3
29.3 40.580 65000        6.3 3.845200 2
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2B: 2-ball bearing  L   S: sleeve bearing: sintetico bearing 2B: 2-ball bearing  L  S: sleeve bearing: sintetico bearing 

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.
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FD6025-W SERIES

OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

Voltage Available Function AvailableBearing System Available
L2B N A I F R Q S T M V C P D

60x60x25mm

Airflow (CFM)

S

Model No.

R
a

te
d
 

V
o

lt
a

g
e
 

O
p

e
ra

ti
n

g
 

V
o

lt
a

g
e
 R

a
n

g
e

S
p

e
e

d

M
a

x
. 
A

ir
fl

o
w

M
a

x
. 

S
ta

ti
c
 P

re
s
s
u

re

C
u

rr
e

n
t

P
o

w
e

r 
C

o
n

s
u

m
p

ti
o

n
  
  
  
  
  

o
L

if
e
 a

t 
4

0
C

 L
1

0

P
-Q

 C
u

rv
e

N
o

is
e
 L

e
v
e

l

VDC   VDC   W   RPM   CFM mm-H2O    dB(A)     Hour    mA  

B
e

a
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n
g

  
  

  

12.0

4.80

2.40

0
0 6.40 12.8 19.2 25.6 32.0

7.20

9.60

Airflow: 14.4~31.2 CFM         

Static Pressure: 5.0~11.8 mm-H2O

Blade / Housing: 

Plastic Material UL 94V-0 P.B.T.         

Lead Wire: UL1007 #24 AWG

Weight: 56 g

2412 4805 W U

FD126025LB       
FD126025MB         19.7 31.0
FD126025HB         

80 80000        7.5 0.964100 47~13.2          
2B          
2B         
2B          

FD126025EB         2B          

FD246025LB       
FD246025MB         
FD246025HB         12~26.4          

2B          
2B         
2B          

FD246025EB         12~26.4          2B          

12           

24           

14.4 24.950 80000        5.0 0.603000 57~13.2          

24.5 36.0120 75000        9.3 1.445100 37~13.2          
26.9 38.1150 65000        10.2 1.805600 27~13.2          

12~26.4          
12~26.4          

FD126025EB         2B          7~13.2          

FD246025EB         12~26.4          2B          

31.2 41.0190 65000        11.8 2.286500 1
14.4 24.935 80000        5.0 0.843000 5

31.2 41.0110 65000        11.8 2.646500 1

19.7 31.055 80000        7.5 1.324100 4
24.5 36.075 75000        9.3 1.805100 3
26.9 38.1100 65000        10.2 2.405600 2
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FD7010-H SERIES

OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

Voltage Available Function AvailableBearing System Available
L2B N A I F R Q S T M V C P D

70x70x10mm

Airflow (CFM)

S

Model No.
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4
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VDC   VDC   W   RPM   CFM mm-H2O    dB(A)     Hour    mA  

B
e

a
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n
g

  
  

  

5.00

2.00

1.00

0
0 6.40 12.8 19.2 25.6 32.0

3.00

4.00

Airflow: 14.9~31.0 CFM         

Static Pressure: 2.3~4.8 mm-H2O

Blade / Housing: 

Plastic Material UL 94V-0 P.B.T.         

Lead Wire: UL1007 #26 AWG

Weight: 35.0 g

2412 4805 W U

FD057010L B-H      
FD057010MB-H         
FD057010HB-H         

4~5.5          
4~5.5          
4~5.5          

2B          
2B         
2B          

2700
3100

17.5
75000            

24.0
270
200 80000        

27.020.1
2.7
3.1

1.00
1.35

5
4

2300   14.9 0.80 80000        20.51602.3 6

05
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FD127010L B-H      
FD127010MB-H         
FD127010HB-H         

7~13.2          
7~13.2          
7~13.2          

2B          
2B         
2B          

4300
4800

27.8
75000            

34.5
240
170 80000        

37.031.0
4.3
4.8

2.04
2.88

2
1

3700   23.9 1.56 80000        31.01303.7 3

12

2B: 2-ball bearing  L   S: sleeve bearing: sintetico bearing 2B: 2-ball bearing  L  S: sleeve bearing: sintetico bearing 

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.
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FD7015 SERIES

OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

Voltage Available Function AvailableBearing System Available
L2B N A I F R Q S T M V C P D

70x70x15mm

Airflow (CFM)

S

7.00

2.80

1.40

0
0 8.00 16.0 24.0 32.0 40.0

4.20

5.60

Airflow: 27.9~39.5 CFM         

Static Pressure: 3.5~6.8 mm-H2O

Blade / Housing: 

Plastic Material UL 94V-0 P.B.T.         

Lead Wire: UL1007 #26 AWG

Weight: 54.0 g

2412 4805 W U

Model No.
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4
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VDC   VDC   W   RPM   CFM mm-H2O    dB(A)     Hour    mA  

B
e

a
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n
g

  
  

  

FD127015L B      
FD127015MB         
FD127015HB         

7~13.2          
7~13.2          
7~13.2          

2B          
2B         
2B          

FD127015EB         55007~13.2          2B          65000            400 45.539.5 6.8 4.80 1

3800
4300
4800

27.9 1.56 80000        34.0
31.6

75000            
39.0

130

260
190 80000        

41.535.3

3.5
4.4
5.4

2.28
3.12

4
3
2

FD127015LS      
FD127015MS         
FD127015HS         

7~13.2          
7~13.2          
7~13.2          

S
S
S

3800
4300
4800

27.9 1.86 30000        34.0
31.6

25000            
39.0

160

280
220 30000        

41.535.3

3.5
4.4
5.4

2.64
3.36

4
3
2
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12        

FD7025 SERIES

OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

Voltage Available Function AvailableBearing System Available
L2B N A I F R Q S T M V C P D

70x70x25mm

Airflow (CFM)

S

11.0

4.40

2.20

0
0 10.0 20.0 30.0 40.0 50.0

6.60

8.80

Airflow: 25.0~49.0 CFM         

Static Pressure: 3.0~10.06 mm-H2O

Blade / Housing: 

Plastic Material UL 94V-0 P.B.T.         

Lead Wire: UL1007 #24 AWG

Weight: 82.0 g

2412 4805 W U

Model No.
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VDC   VDC   W   RPM   CFM mm-H2O    dB(A)     Hour    mA  

B
e

a
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n
g

  
  

  

FD127025L B      
FD127025MB         
FD127025HB         

7~13.2          
7~13.2          
7~13.2          

2B          
2B         
2B          

FD127025EB         60007~13.2          2B          
12           

65000            400 47.049.0 10.6 4.80 1

3000
4000
5000

25.0 1.08 80000        29.0
33.1

75000            
34.5

90

300
170 80000        

41.040.5

3.0
5.0
7.2

2.04
3.60

4
3
2

FD127025LS      
FD127025MS         
FD127025HS         

7~13.2          
7~13.2          
7~13.2          

S
S
S

FD127025ES         59007~13.2          S 20000            400 46.048.1 10.2 4.80 1

2900
3900
4900

24.9 1.32 30000        28.0
33.0

25000            
33.5

110

300
210 30000        

40.036.7

3.0
4.9
7.1

2.52
3.60

4
3
2
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2B: 2-ball bearing  L   S: sleeve bearing: sintetico bearing 2B: 2-ball bearing  L  S: sleeve bearing: sintetico bearing 

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.
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FD8020 SERIES

OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

Voltage Available Function AvailableBearing System Available
L2B N A I F R Q S T M V C P D

80x80x20mm

Airflow (CFM)

S

Model No.
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VDC   VDC   W   RPM   CFM mm-H2O    dB(A)     Hour    mA  

B
e

a
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n
g

  
  

  

4.50

1.80

0.90

0
0 9.40 18.8 28.2 37.6 47.0

2.70

3.60

Airflow: 22.7~37.0 CFM         

Static Pressure: 1.3~4.4 mm-H2O

Blade / Housing: 

Plastic Material UL 94V-0 P.B.T.         

Lead Wire: UL1007 #24 AWG

Weight: 85.0 g

2412 4805 W U

FD128020LB       
FD128020MB         31.0 27.0
FD128020HB         

110 80000        2.2 1.322600 37~13.2          
2B          
2B         
2B          

FD128020EB         2B          

FD248020LB       
FD248020MB         
FD248020HB         12~26.4          

2B          
2B         
2B          

12           

24           

23.3 22.9100 80000        1.4 1.202100 47~13.2          

37.0 33.5150 75000        3.2 1.803100 27~13.2          
45.2 38.0200 65000        4.4 2.403600 17~13.2          

12~26.4          
12~26.4          31.0 27.066 80000        2.2 1.582600 3

23.3 22.950 80000        1.4 1.202100 4

37.0 33.5100 75000        3.2 2.403100 2

FD128020LS       
FD128020MS         28.2 25.0
FD128020HS         

110 30000        1.9 1.322400 37~13.2          
S          
S         
S          

22.7 22.5100 30000        1.3 1.201900 47~13.2          

23.3 33.5150 25000        3.1 1.802900 27~13.2          

S
ta

ti
c 

P
re

s
s

u
re

 (
m

m
-H

2
O

)

2B: 2-ball bearing  L  S: sleeve bearing: sintetico bearing 

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.

FD8015 SERIES

OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

Voltage Available Function AvailableBearing System Available
L2B N A I F R Q S T M V C P D

80x80x15mm

Airflow (CFM)

S

6.00

2.40

1.20

0
0 10.2 20.4 30.6 40.8 51.0

3.60

4.80

Airflow: 23.5~50.2 CFM         

Static Pressure: 1.4~5.8 mm-H2O

Blade / Housing: 

Plastic Material UL 94V-0 P.B.T.         

Lead Wire: UL1007 #26 AWG

Weight: 50.0 g

2412 4805 W U
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VDC   VDC   W   RPM   CFM mm-H2O    dB(A)     Hour    mA  

B
e

a
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n
g

  
  

  

FD128015L B      
FD128015MB         
FD128015HB         

7~13.2          
7~13.2          
7~13.2          

2B          
2B         
2B          

FD128015EB         39007~13.2          2B          
12           

65000            250 38.543.6 4.3 3.00

2100
2600
3200

23.5 0.84 80000        19.0
29.1

75000            
27.0

70

190
 100 80000        

33.035.8

1.4
1.9
2.7

1.20
2.28

4
3
2

FD128015EB         45007~13.2          2B          65000            380 42.050.2 5.8 4.56 1

5

S
ta
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c 

P
re
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s

u
re

 (
m

m
-H

2
O

)

2B: 2-ball bearing  L   S: sleeve bearing: sintetico bearing

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly

FD128015LL      
FD128015ML         
FD128015HL         

7~13.2          
7~13.2          
7~13.2          

L          
L         
L          

FD128015EL         39007~13.2          L          50000            330 35.043.6 4.3 3.96

2100
2600
3200

23.5 1.08 50000        19.0
29.1

50000            
27.0

90

250
 140 50000        

30.535.8

1.4
1.9
2.7

1.68
3.00

4
3
2

5
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FD8025 SERIES

OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

Voltage Available Function AvailableBearing System Available
L2B N A I F R Q S T M V C P D

80x80x25mm

S

27.9

Model No.
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0
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FD128025LS       1.20 30000        22.5
FD128025MS         35.4

25000
27.5

100

230FD128025HS         
160 30000        

33.5

12           

FD128025ES       
FD128025LB         
FD128025MB         

7~13.2          
7~13.2          
7~13.2          

43.7
47.4

1.3
2.1
2.9
3.6

100
160

260

1.92
2.76
3.12
1.20
1.92 80000        

65000

80000        
36.0

1900
2400
2900
3200

FD128025HB       
FD128025EB         
FD248025LB         

24           FD248025MB         
FD248025HB         12~26.4          

12~26.4          
12~26.4          

2000
2500
3000
3300 48.5

30.0
37.0
45.2

1.5
2.1
3.1
3.8

230
260

2.76
3.12

20000            

75000            

23.5
30.0
34.5
37.0

4
3
2
1
4
3

1
2

N
o
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e
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e
v
e

l

7~13.2          
7~13.2          
7~13.2          

FD488025LB         

FD488025HB         
FD488025EB         

48           
24~56.0          
24~56.0          

3000
3300

45.2
48.5

3.1
3.8

90
110

4.08
5.28

75000        
65000        

34.5
37.0

7~13.2          
7~13.2          

24~56.0        

2
1

VDC   VDC   W   RPM   CFM mm-H2O    dB(A)     Hour    mA  

B
e

a
ri

n
g

  
  

  

S           

2B         
2B          
2B         
2B        

Airflow: 27.9~48.5 CFM         

Static Pressure: 1.3~3.8 mm-H2O

Blade / Housing: 

Plastic Material UL 94V-0 P.B.T.         

Lead Wire: UL1007 #24 AWG

Weight: 88 g

2B           
2B         

2B          
2B         

2B         
2B          

S           
S           
S           

2412 4805 W U

60
80

1.44
1.92 80000        

80000

80000        2000
2500
3000
2000 30.0

30.0
37.0
45.2

1.5
2.2
3.1
1.5

130
  30

3.12
1.44

75000            

23.5
30.0
34.5
23.5

4
3

4
2

FD488025MB         2B         50 2.40 80000        2500 37.0 2.2 30.0324~56.0          

Airflow (CFM)

4.0

1.6

0.8

0
0 10.0 20.0 30.0 40.0 50.0

2.4

3.2
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FD8025-N SERIES

OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

80x80x25mm

26.3           

Model No.
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0
C

 L
1

0

P
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u
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e

FD128025LS-N       0.96          30000        26.0
FD128025MS-N         32.7

25000
29.5

80         

200           FD128025HS-N         
130           30000        

35.5
12           FD128025ES-N       

FD128025LB-N         
FD128025MB-N         

7~13.2          
7~13.2          
7~13.2          

40.4         
46.0           

2.0              
3.1
3.9         
5.2              

80         
130           

250           

1.56       
2.40       
3.00       
0.96       
1.56       80000        

65000            

80000        
38.5

2100   
2600       
3200       
3500   

FD128025HB-N       
FD128025EB-N         

2300   
2900       
3400       
3700   48.5           

28.8         
36.9         
41.7

2.2              
3.6          
4.5
5.8              

140
250           

1.68
3.00       

20000

75000            

27.0
32.0
37.5
39.5

6
5
4
3
6
5

3
4

N
o
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e
 L

e
v
e

l

7~13.2          
7~13.2          
7~13.2          

7~13.2          
7~13.2          

VDC   VDC   W   RPM   CFM mm-H2O    dB(A)     Hour    mA  

B
e

a
ri

n
g

  
  

  

S           

2B         
2B          

Airflow: 26.3~59.6 CFM         

Static Pressure: 2.0~8.8 mm-H2O

Blade / Housing: 

Plastic Material UL 94V-0 P.B.T.         

Lead Wire: UL1007 #24 AWG

Weight: 100 g

2B         
2B          

S           
S           
S           

Voltage Available Function AvailableBearing System Available
L2B N A I F R Q S T M V C P DS

FD248025LB-N         

24           
FD248025MB-N         
FD248025HB-N         12~26.4          

12~26.4          
12~26.4          

FD248025EB-N         

FD488025MB-N         
FD488025HB-N         
FD488025EB-N         

48           
24~56.0          
24~56.0          
24~56.0          3700       48.5         5.9         90 4.08 75000            39.5

12~26.4          

3

2B         
2B        
2B           
2B         

2B          
2B         
2B        

2412 4805 W U

65000FD128025EB-N         4500 59.6 8.8 280 3.36 44.027~13.2          2B          

FD248025EB-N         2B         12~26.4          

65000FD128025UB-N         5500 64.1 12.5 500 6.00 48.017~13.2          2B          
60 1.44 80000        2300   28.8         2.2              27.06
80 1.92 80000        

65000            

2900       
3400       
3700   48.5           

36.9         
41.7

3.6          
4.5
5.8              

100
110

2.40
2.64

75000            
32.0
37.5
39.5

5

3
4

45 2.16 80000        2900       
3400       

36.9         
41.7

3.6          
4.5 80 3.84 75000            

32.0
37.5

5
4

650004500 59.6 8.8 200 4.80 44.02

Airflow (CFM)

13.0

5.20

2.60

0
0 13.0 26.0 39.0 52.0 65.0

7.80

10.4
S

ta
ti
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s
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re
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m
m
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2
O

)

2B: 2-ball bearing  L   S: sleeve bearing: sintetico bearing 2B: 2-ball bearing  L  S: sleeve bearing: sintetico bearing 

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.
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FD9225 SERIES

OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

Voltage Available Function AvailableBearing System Available
L2B N A I F R Q S T M V C P D

92x92x25mm

S

45.8

Model No.
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1

0
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e

FD129225LS       1.80 30000        32.5
FD129225MS         53.5 38.0

150

FD129225HS         
220 30000        

12           

FD129225ES       

FD129225LB         
FD129225MB         

7~13.2          

7~13.2          
7~13.2          

3.1
4.3

150
220

2.64

1.80
2.64 80000        

65000

80000        

2400
2800

3500

FD129225HB       
FD129225EB         

FD249225LB         

24           
FD249225MB         
FD249225HB         12~26.4          

12~26.4          
12~26.4          

2400
2800
3100
3500 67.3

45.8
53.5
58.6

3.1
4.3
5.2
5.9

260
340

3.12
4.08

75000            

32.5
38.0
40.0
43.0

5
4

5
4

2
3

N
o

is
e
 L

e
v
e

l

7~13.2          
7~13.2          
7~13.2          

FD249225EB         

FD489225MB         
FD489225HB         

48           24~56.0          
24~56.0          

7~13.2          
7~13.2          

12~26.4          

VDC   VDC   W   RPM   CFM mm-H2O    dB(A)     Hour    mA  

B
e

a
ri

n
g

  
  

  

S           

2B         
2B          

2B         
2B        

Airflow: 45.8~73.4 CFM         

Static Pressure: 3.1~7.2 mm-H2O

Blade / Housing: 

Plastic Material UL 94V-0 P.B.T.         

Lead Wire: UL1007 #24 AWG

Weight: 100.0 g

2B           
2B         

2B          
2B         

2B         
2B          

S           
S           
S           

2412 4805 W U

65000FD129225EB         3800 73.4 7.2 470 5.64 45.517~13.2          2B          

FD489225LB         2B         24~56.0          

Airflow (CFM)

8.00

3.20

1.60

0
0 15.0 30.0 45.0 60.0 75.0

4.80

6.40

FD129225ES       7~13.2          73.4 7.3 470 5.64 45.53800 20000            1S           
2000067.3 5.9 340 4.08 43.02

3100 58.6 5.2 260 3.12 25000            40.03

90
120

2.16
2.88 80000        

65000

80000        2400
2800
3100
3500 67.3

45.8
53.5
58.6

3.1
4.3
5.2
5.9

160
200

3.84
4.80

75000            

32.5
38.0
40.0
43.0

5
4

2
3

650003800 73.4 7.3 270 6.48 45.51FD249225EB         12~26.4          2B         
55
80

2.64
3.84 80000        

80000        2400
2800
3100

45.8
53.5
58.6

3.1
4.3
5.2 100 4.80 75000            

32.5
38.0
40.0

5
4
3
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FD9225-N SERIES

OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

Voltage Available Function AvailableBearing System Available
L2B N A I F R Q S T M V C P D

92x92x25mm

S

38.1

Model No.
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n
  
  
  
  
  

o
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0
C

 L
1

0

P
-Q
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u
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e

FD129225LS-N       1.20 30000        25.0
FD129225MS-N         48.7 32.0

100

FD129225HS-N         
160 30000        

12           
FD129225ES-N       
FD129225LB-N         
FD129225MB-N         

7~13.2          
7~13.2          
7~13.2          

1.5
2.2

100
160

1.92

1.20
1.92 80000        

65000

80000        

1800
2300

3000

FD129225HB-N       
FD129225EB-N         

FD249225LB-N         

24           
FD249225MB-N         
FD249225HB-N         12~26.4          

12~26.4          
12~26.4          

1900
2400
2800
3100 66.3

40.2
50.8
63.7

1.7
2.4
3.0
3.7

230
260

2.76
3.12

75000            

25.0
33.0
37.5
40.0

5
4

5
4

2
3

N
o

is
e
 L

e
v
e

l

7~13.2          
7~13.2          
7~13.2          

FD249225EB-N         

FD489225LB-N         
FD489225MB-N         48           

24~56.0          
24~56.0          

7~13.2          
7~13.2          

12~26.4          

VDC   VDC   W   RPM   CFM mm-H2O    dB(A)     Hour    mA  

B
e

a
ri

n
g

  
  

  

S           

2B         
2B          

2B         
2B        

Airflow: 38.1~75.0 CFM         

Static Pressure: 1.5~4.8 mm-H2O

Blade / Housing: 

Plastic Material UL 94V-0 P.B.T.         

Lead Wire: UL1007 #24 AWG

Weight: 100.0 g

2B           
2B         

2B          
2B         

2B         
2B          

S           
S           
S           

2412 4805 W U

65000FD129225EB-N         3500 75.0 4.8 360 4.32 42.517~13.2          2B          

Airflow (CFM)

5.50

2.20

1.10

0
0 15.8 31.6 47.4 63.2 79.0

3.30

4.40

2000063.1 3.3 260 3.12 39.02
2700 61.4 2.7 200 2.40 25000            36.53

30 1.44 80000        1900
2400

40.2
50.8

1.7
2.4 55 2.64 80000         

25.0
33.0

5
4

60
80

1.44
1.92 80000        

65000

80000        1900
2400
2800
3100 66.3

40.2
50.8
63.7

1.7
2.4
3.0
3.7

130
160

3.12
3.84

75000            

25.0
33.0
37.5
40.0

5
4

2
3

FD249225EB-N         12~26.4          2B         650003600 81.9 3.9 190 4.56 47.51
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FD4892       24~56.0          2B         3
3.36FD489225HB-N         24~56.0          2B         2800 63.7 3.0 70 75000            37.53

2B: 2-ball bearing  L   S: sleeve bearing: sintetico bearing 2B: 2-ball bearing  L  S: sleeve bearing: sintetico bearing 

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.
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FD9232 SERIES

OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

92x92x32mm

Model No.
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0

P
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e

12           

FD129232LB         
FD129232MB         

7~13.2          
7~13.2          

130
270

1.56
3.24 80000        

65000

80000        

FD129232HB       
FD129232EB         

12~26.4          
12~26.4          
12~26.4          

2300
3200
4000
4700 86.8

42.6
58.7
73.3

3.5
6.9

10.7
14.3

490
650

5.88
7.80

75000            

34.0
42.5
47.0
51.0

4
3

1
2

N
o

is
e
 L

e
v
e

l

24~56.0          
24~56.0          

7~13.2          
7~13.2          

12~26.4          

VDC   VDC   W   RPM   CFM mm-H2O    dB(A)     Hour    mA  

B
e

a
ri

n
g

  
  

  

2B         
2B          

Airflow: 42.6~86.8 CFM         

Static Pressure: 3.5~14.3 mm-H2O

Blade / Housing: 

Plastic Material UL 94V-0 P.B.T.         

Lead Wire: UL1007 #22 AWG

Weight: 183.0 g

2B         
2B          

L2B N A I F R Q S T M V C P DS2412 4805 W U

24~56.0          

Airflow (CFM)

15.0

6.00

3.00

0
0 18.0 36.0 54.0 72.0 90.0

9.00

12.0

24           

FD249232LB         
FD249232MB         

90
170

2.16
4.08 80000        

65000

80000        

FD249232HB       
FD249232EB         

2300
3200
4000
4700 86.8

42.6
58.7
73.3

3.5
6.9

10.7
14.3

260
420

6.24
10.08

75000            

34.0
42.5
47.0
51.0

4
3

1
22B         

2B          

2B         
2B          

48           

FD489232LB         
FD489232MB         

70
120

3.36
5.76 80000        

75000

80000        

FD489232HB       
FD489232EB         

2300
3200
4000
4700 86.8

42.6
58.7
73.3

3.5
6.9

10.7
14.3

210
280

10.08
13.44

75000            

34.0
42.0
47.0
51.0

4
3

1
22B         

2B          

2B         
2B          

24~56.0          

Voltage Available Function AvailableBearing System Available
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KM1225 SERIES

OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

Voltage Available Function AvailableBearing System Available
L2B N A I F R Q S T M V C P D

120x120x25mm

Airflow (CFM)
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VDC   VDC   W   RPM   CFM mm-H2O    dB(A)     Hour    mA  
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2.50

1.00

0.50

0
0 12.4 24.8 37.2 49.6 62.0

1.50

2.00

Airflow: 61.2 CFM         

Static Pressure: 2.3 mm-H2O

Blade / Housing: 

Plastic Material UL 94V-0 P.B.T.         

Lead Wire: UL1007 #24 AWG

Weight: 118 g

2412 4805 W U

61.2KM121225LB       2.16 80000        31.5180

KM121225LS         

2.32000

2000

17~13.2          

7~13.2          

2B          

S

12           

61.2 2.16 30000        31.51802.3 1

38.4KM121225LB       0.84 80000        17.5701.41200 27~13.2          2B          
KM121225LL 38.412007~13.2          L         0.78 50000        17.5651.4 2
KM121225LL 25.68007~13.2          L         0.48 50000        16.5401.0 3

KM121225LS         S
KM121225LS         S 7~13.2          

7~13.2          38.41200 0.84 30000        17.5701.4 2
25.6800 0.48 30000        16.5401.0 3
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2B: 2-ball bearing  L   S: sleeve bearing: sintetico bearing 2B: 2-ball bearing  L  S: sleeve bearing: sintetico bearing 

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.
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FD1225 SERIES

OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

Voltage Available Function AvailableBearing System Available
L2B N A I F R Q S T M V C P D

120x120x25mm

Airflow (CFM)
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FD481225L B         
FD481225MB         
FD481225HB         
FD481225EB         

24~56.0          
24~56.0          
24~56.0          

24~56.0         

VDC   VDC   W   RPM   CFM mm-H2O    dB(A)     Hour    mA  

B
e

a
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n
g

  
  

  

8.00

3.20

1.60

0
0 25.0 50.0 75.0 100.0 125.0

4.80

6.40

Airflow: 73.0~123.0 CFM         

Static Pressure: 2.6~7.6 mm-H2O

Blade / Housing: 

Plastic Material UL 94V-0 P.B.T.         

Lead Wire: UL1007 #22 AWG

Weight: 160 g

2B         
2B          
2B         
2B        

2412 4805 W U

73.0FD121225LB       2.16 80000        34.0
FD121225MB         87.8

75000            
40.5

180

460FD121225HB         
290 80000        

44.0106.1

2.6
3.9
5.8

3.48
5.52

1800
2200
2600

4
3
2

7~13.2          
7~13.2          
7~13.2          

2B          
2B         
2B          

65000            570FD121225EB         49.0123.1 7.6 6.843000 17~13.2          2B          
FD241225LB       
FD241225MB         
FD241225HB         

12~26.4          
12~26.4          
12~26.4          

2B          
2B         
2B          

FD241225EB         12~26.4          2B          

48           

12           

24           

73.0 2.40 80000        34.0
87.8

75000            
40.5

100

280
160 80000        

44.0106.1

2.6
3.9
5.8

3.84
6.72

1800
2200
2600

4
3
2

65000            360 49.0123.1 7.6 8.643000 1
73.0 3.36 80000        34.0
87.8

75000            
40.5

70

110
130 80000        

44.0106.1

2.6
3.9
5.8

6.24
5.28

1800
2200
2600

4
3
2

65000            190 49.0123.1 7.6 9.123000 1

FD123  SERIES2

TL NE DIMENSIONSOU IERFOR ANCE P-Q U VEP M  C R

Voltage Avai ablel Function Availablear ng s em A ailab eBe i Sy t v l
L2B N A I F R Q S T M V C P D
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FD481232 B       L   
FD48 23 MB        1 2  
FD4812 2HB        3  

4~56.         2 0   
4~56.         2 0   

24~5 .         6 0  

VDC    VDC    W   RPM   CF  M mm-H2O    dB( )    A  Hour    mA  

 
B

e
a

ri
n

g
  

  
 

10.0

4.00

2.00

0
0 33.6 67.2 101 134 168

6.00

8.00

Airflow: 83. ~137.0 CF       3 M   

Sta ic Pressure: 4.3 .4 mm-H2Ot  ~9

Bla e / Hou ing: d s

lasti  ate al UL 9 V  P. T       P c M ri  4 -0 B. .    

e d Wire: UL100  22 AWGL a  7 #

eight: 219 gW

2B          
2B           
2B          

2412 4805 W U

8 .77FD 21 32LB      1 2  . 63 9 800 00         39.0
FD 21 322 B        1 M  99 3.

75000            
42 5.

330

5 08FD 21 322 B        1 H  
450 80000        

47 5.115.0

.4 2
6.1
8.0

.405
6 96.

2100
2500
29 00

4
3
2

7~1 .          3 2  
7~13.          2  
7~13.         2   

2B          
2B         
2B          

65000            8 04FD 21 322        1 EB  49 0.137.3 9.4 10 0. 833 00 17~13.         2   2B          
FD241232L       B  
FD241232MB         
FD241232HB          

12~2 .4        6   
12~2 .4        6   
12~2 .         6 4   

2B          
2B         
2B          

FD241232E        B   12~2 .         6 4   2B          

48           

12            

24           

87.7 3. 06 80000        39 0.
99.3

75 000             
42 5.

150

2 09
2 00 80000        

47 5.11 .05

4.2
6.1
8.0

. 04 8
6 9. 6

21 00
2 005
29 00

4
3
2

65 000             4 00 49.013 .37 9.4 9.603300 1
83.3 4.32 80 000         39.5
9 .39

75 000             
42.5

90

190
130 80 000         

47.011 .5 0

4.3
6.1
8.0

6. 42
9.12

2100
2500
2900

4
3
2

2B: 2-ball bearing  L   S: sleeve bearing: sintetico bearing 2B: 2-ball bearing  L  S: sleeve bearing: sintetico bearing 

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.
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FD1238 SERIES

OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

Voltage Available Function AvailableBearing System Available
L2B N A I F R Q S T M V C P D

120x120x38mm

Airflow (CFM)
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FD481238L B         
FD481238MB         
FD481238HB         
FD481238EB         

24~56.0          
24~56.0          
24~56.0          

24~56.0         

VDC   VDC   W   RPM   CFM mm-H2O    dB(A)     Hour    mA  

B
e

a
ri

n
g

  
  

  

10.0

4.00

2.00

0
0 28.0 56.0 84.0 112 140

6.00

8.00

Airflow: 89.5~135.0 CFM         

Static Pressure: 3.9~8.6 mm-H2O

Blade / Housing: 

Plastic Material UL 94V-0 P.B.T.         

Lead Wire: UL1007 #22 AWG

Weight: 220 g

2B         
2B          
2B         
2B        

2412 4805 W U

89.5FD121238LB       3.84 80000        36.0
FD121238MB         107.0

75000            
41.0

320

660FD121238HB         
400 80000        

45.0125.5

3.9
5.8
7.6

4.80
7.92

2000
2400
2800

4
3
2

7~13.2          
7~13.2          
7~13.2          

2B          
2B         
2B          

65000            830FD121238EB         47.0135.0 8.6 9.963000 17~13.2          2B          
FD241238LB       
FD241238MB         
FD241238HB         

12~26.4          
12~26.4          
12~26.4          

2B          
2B         
2B          

FD241238EB         12~26.4          2B          

48           

12           

24           

89.5 3.60 80000        36.0
107.0

75000            
41.0

150

310
250 80000        

45.0125.5

3.9
5.8
7.6

6.00
7.44

2000
2400
2800

4
3
2

65000            410 47.0135.0 8.6 9.843000 1
89.5 5.76 80000        36.0

107.0
75000            

41.0
120

180
140 80000        

45.0125.5

3.9
5.8
7.6

6.72
8.64

2000
2400
2800

4
3
2

65000            210 47.0135.0 8.6 10.083000 1

FD1238-N SERIES

OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

Voltage Available Function AvailableBearing System Available
L2B N A I F R Q S T M V C P D

120x120x38mm

Airflow (CFM)
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FD481238MB-N         
FD481238HB-N         
FD481238EB-N         24~56.0          

VDC   VDC   W   RPM   CFM mm-H2O    dB(A)     Hour    mA  

B
e

a
ri

n
g

  
  

  

16.0

6.40

3.20

0
0 33.6 67.2 101 134 168

9.60

12.8

Airflow: 115.5~135.0 CFM         

Static Pressure: 9.15~13.2 mm-H2O

Blade / Housing: 

Plastic Material UL 94V-0 P.B.T.         

Lead Wire: UL1007 #22 AWG

Weight: 220 g

2B          
2B         
2B        

2412 4805 W U

FD121238MB-N         115.0 48.0
FD121238HB-N         

560 80000        9.1 6.723500 37~13.2          2B         
2B          

FD121238EB-N         2B          
FD241238MB-N         
FD241238HB-N         12~26.4          

2B         
2B          

FD241238EB-N         12~26.4          2B          

48           

12           

24           75000            420 49.5125.8 9.8 10.083800 2
65000            470 53.0135.0 13.2 11.284100 1

65000            230 53.0135.0 13.2 11.044100 1

125.8 49.5680 75000        9.8 8.163800 27~13.2          
129.8 52.0850 65000        11.0 10.23900 17~13.2          

125.8 49.5160 75000        9.8 7.683800 224~56.0          
115.0 48.0130 80000        9.1 6.243500 324~56.0          

12~26.4          115.0 48.0380 80000        9.1 9.123500 3

2B: 2-ball bearing  L   S: sleeve bearing: sintetico bearing 2B: 2-ball bearing  L  S: sleeve bearing: sintetico bearing 

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.
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OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

Voltage Available Function AvailableBearing System Available
L2B N A I F R Q S T M V C P D

50x50x10mm

Airflow (CFM)
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VDC   VDC   W   RPM   CFM mm-H2O    dB(A)     Hour    mA  

B
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14.0

5.60

2.80

0
0 0.84 1.67 2.51 3.34 4.18

8.04

11.2

Airflow: 2.4~3.3 CFM         

Static Pressure: 6.1~11.5 mm-H2O

Blade / Housing: 

Plastic Material UL 94V-0 P.B.T.         

Lead Wire: UL1571 #28 AWG

Weight: 17.5 g

2412 4805 W U

2.4BD055010 MB       0.60 80000        27.0
BD055010H B 3.3 32.0

120

BD125010MB         
170 75000        

6.1
11.5 0.85

5000
6500       

2
1

2B          
2B         
2B          

BD125010H B        2B          

05

12
7~13.2          
7~13.2          

4~5.5          
4~5.5          

2.4 0.66 80000        27.0
3.3 32.0

55
100 75000        

6.1
11.5 1.20

5000
6500       

2
1
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OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

Voltage Available Function AvailableBearing System Available
L2B N A I F R Q S T M V C P D

50x50x15mm

Airflow (CFM)
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BD5115 SERIES
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BD055115L B         
BD055115MB         

4~5.5         

VDC   VDC   W   RPM   CFM mm-H2O    dB(A)     Hour    mA  

B
e

a
ri

n
g

  
  

  

34.0

13.6

6.80

0
0 1.50 3.00 4.50 6.00 7.50

20.4

27.2

Airflow: 4.2~6.7 CFM         

Static Pressure: 16.3~32.8 mm-H2O

Blade / Housing: 

Plastic Material UL 94V-0 P.B.T.         

Lead Wire: UL1007 #26 AWG

Weight: 28 g

2B         
2B          

2412 4805 W U

05

BD125115L B      
BD125115MB         
BD125115HB         

7~13.2          
7~13.2          
7~13.2          

2B          
2B         
2B          

BD245115L B       
BD245115MB         

12~26.4          
12~26.4          

2B          
2B         

12           

24           

4~5.5         
4500
5500       
6500

1.14 80000        33.5

75000            
38.0

95

230
160 80000        

41.5
1.92
2.76

4
3
2

BD245115HB       12~26.4          2B          

4500
5500       

0.85 80000        33.5
38.0

170
350 80000        1.75

4
3

4500
5500       
6500

4.2 1.44 80000        33.5
5.1

75000            
38.0

60

120
85 80000        

41.55.7

16.3

21.2
2.04
2.88

3
2
1

BD125115EB         7~13.2          2B          7500 65000            290 47.53.48 1

BD245115EB       12~26.4          2B          7500 65000            180 47.56.7 32.8 4.32

4
19.9

4.2
5.1
5.7

16.3

21.2
6.7 32.8

19.9

4.2
5.1

16.3
19.9
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2B: 2-ball bearing  L   S: sleeve bearing: sintetico bearing 2B: 2-ball bearing  L  S: sleeve bearing: sintetico bearing 

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.
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OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

Voltage Available Function AvailableBearing System Available
L2B N A I F R Q S T M V C P D

60x60x18mm

Airflow (CFM)
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VDC   VDC   W   RPM   CFM mm-H2O    dB(A)     Hour    mA  

B
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a
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n
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24.0

9.60

4.80

0
0 2.00 4.00 6.00 8.00 10.0

14.4

19.2

Airflow: 6.7~8.2 CFM         

Static Pressure: 17.6~22.0 mm-H2O

Blade / Housing: 

Plastic Material UL 94V-0 P.B.T.         

Lead Wire: UL1007 #26 AWG

Weight: 41 g

2412 4805 W U

BD126018L B      
BD126018MB         
BD126018HB         

7~13.2          
7~13.2          
7~13.2          

2B          
2B         
2B          

12           
4200
4800
5400

6.7 1.68 80000        38.0
7.7

75000            
43.5

140

280
180 80000        

49.08.2

17.6
21.2
22.0

2.16
3.36

3
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OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

Voltage Available Function AvailableBearing System Available
L2B N A I F R Q S T M V C P D

75x75x30mm

Airflow (CFM)

S

BD7530 SERIES

Model No.
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4
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VDC   VDC   W   RPM   CFM mm-H2O    dB(A)     Hour    mA  

B
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21.0

8.40

4.20

0
0 3.40 6.80 10.2 13.6 17.0

12.6

16.8

Airflow: 9.7~16.5 CFM         

Static Pressure: 5.5~20.3 mm-H2O

Blade / Housing: 

Plastic Material UL 94V-0 P.B.T.         

Lead Wire: UL1007 #26 AWG

Weight: 88.9 g

2412 4805 W U

BD127530L B      
BD127530MB         
BD127530HB         

7~13.2          
7~13.2          
7~13.2          

2B          
2B         
2B          

BD247530L B       
BD247530MB         

12~26.4          
12~26.4          

2B          
2B         

12           

24           
BD247530HB       12~26.4          2B          

2400
3000
3400

9.7 1.44 80000        37.0
12.2

75000            
42.0

60

150
110 80000        

44.514.0

5.5
10.3
13.7

2.64
3.60

4
3
2

BD247530EB       12~26.4          2B          4000 65000            200 48.016.5 20.3 4.80 1

2400
3000
3400

9.7 1.32 80000        37.0
12.2

75000            
42.0

110

270
190 80000        

44.514.0

5.5
10.3
13.7

2.28
3.24

4
3
2
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2B: 2-ball bearing  L   S: sleeve bearing: sintetico bearing 2B: 2-ball bearing  L  S: sleeve bearing: sintetico bearing 

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.



4948

OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

Voltage Available Function AvailableBearing System Available
L2B N A I F R Q S T M V C P D

97x97x33mm

Airflow (CFM)

S

BD9733 SERIES

Model No.
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4
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VDC   VDC   W   RPM   CFM mm-H2O    dB(A)     Hour    mA  

B
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a
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n
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30.0

12.0

6.0

0
0 7.00 14.0 21.0 28.0 35.0

18.0

24.0

Airflow: 25.6~32.4 CFM         

Static Pressure: 22.1~28.1 mm-H2O

Blade / Housing: 

Plastic Material UL 94V-0 P.B.T.         

Lead Wire: UL1007 #24 AWG

Weight: 156.7 g

2412 4805 W U

BD129733L B      
BD129733MB         
BD129733HB         

7~13.2          
7~13.2          
7~13.2          

2B          
2B         
2B          

BD249733L B       
BD249733MB         

12~26.4          
12~26.4          

2B          
2B         

12           

24           
BD249733HB       12~26.4          2B          

2600
2900
3300

2600
2900
3300

25.6 4.80 80000        40.0
28.5

75000            
42.5

400

740
480 80000        

48.532.4

22.1
24.7
28.1

5.76
8.88

3
2
1

25.6 5.04 80000        40.0
28.5

75000            
42.5

210

420
280 80000        

48.532.4

22.1
24.7
28.1

6.72
10.08

3
2
1
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OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

Voltage Available Function AvailableBearing System Available
L2B N A I F R Q S T M V C P D

120x120x32mm

Airflow (CFM)

S

BD1232 SERIES

Model No.
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VDC   VDC   W   RPM   CFM mm-H2O    dB(A)     Hour    mA  

B
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55.0

22.0

11.0

0
0 10.0 20.0 30.0 40.0 50.0

33.0

44.0

Airflow: 24.5~48.9 CFM         

Static Pressure: 8.7~54.5 mm-H2O

Blade / Housing: 

Plastic Material UL 94V-0 P.B.T.         

Lead Wire: UL1007 #22 AWG

Weight: 258.5 g

2412 4805 W U

BD121232L B      
BD121232MB         
BD121232HB         

7~13.2          
7~13.2          
7~13.2          

2B          
2B         
2B          

BD121232E B       
BD121232UB         

7~13.2          
7~13.2          

2B          
2B         

12           
2900
3500

1800
2100
2600

24.5 2.76 80000        46.0
28.9

75000            
53.2

230

730
350 80000        

56.636.0

8.7
21.1
28.0

4.20
8.76

5
4

3
38.2 13.2 65000        60.2
48.9 64.8

1100
1750 65000        

31.5
54.5 21.0

2
1
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2B: 2-ball bearing  L   S: sleeve bearing: sintetico bearing 2B: 2-ball bearing  L  S: sleeve bearing: sintetico bearing 

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.



5150

OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

Voltage Available Function AvailableBearing System Available
2412 L2B N A I F R Q S T M V C P

40x40x28mm

Airflow (CFM)

S

FD4028-P SERIES

Model No.
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VDC   VDC   W   RPM   CFM mm-H2O    dB(A)     Hour    mA  

B
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a
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14.4     FD054028HB -P       2.04 75000      37.548014.68000   54~5.5          2B          

Airflow: 10.3~25.9 CFM         

Static Pressure: 7.9~39.0 mm-H2O

Blade / Housing: 

Plastic Material UL 94V-0 P.B.T.         

Lead Wire: UL1007 #26 AWG

Weight: 45.1 g

4805 D W U

FD124028MB-P         13.0
75000            

34.5
180FD124028HB -P         
150 80000        

37.512           14.4
12.0
14.6

1.80
2.16

7000       
8000       

6
5

7~13.2          
7~13.2          

FD124028EB -P       7~13.2          19.0 26.2 460 5.52 47.011000 65000            32B         

2B         
2B          

65000            260FD124028EB -P         41.016.5 18.9 3.129500 47~13.2          2B          

65000            550FD124028EB -P         49.521.4 31.9 6.6013000 27~13.2          2B          
65000            750FD124028EB -P         51.525.9 39.0 9.0016000 17~13.2          2B          

10.3FD244028LB -P       1.92 80000        24.5
FD244028MB-P         13.0         

75000            
34.5

80

160FD244028HB -P         
90 80000        

37.514.4

7.9
12.0
14.6

2.04
3.84

5000   
7000       
8000       

7
6
5

12~26.4          
12~26.4          
12~26.4          

2B          

FD244028EB -P       12~26.4          19.0 26.2 280 6.72 47.011000

24           

65000            32B         

2B         
2B          

65000            200FD244028EB -P         41.016.5 18.9 4.809500 412~26.4          2B          

65000            430FD244028EB -P         49.521.4 31.9 10.3213000 212~26.4          2B          

40.0

16.0

8.0

0
0 5.5 11.0 16.5 22.0 27.5

24.0

32.0
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10.3           FD124028LB -P       1.08 80000        24.5907.95000   77~13.2          2B          
05           

OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

Voltage Available Function AvailableBearing System Available
2412 L2B N A I F R Q S T M V C P

40x40x56mm

Airflow (CFM)

S

FD4056-P SERIES

25.5
        

Model No.
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FD124056EB -P       14.16 65000        60.5
FD244056EB -P         25.5        60.5

1180
590 65000        

12           40.3
40.3 14.16

14000   
14000       

1
1

N
o

is
e
 L

e
v
e

l

7~13.2          
12~26.4          

VDC   VDC   W   RPM   CFM mm-H2O    dB(A)     Hour    mA  

B
e

a
ri

n
g

  
  

  

2B          

45.0

18.0

9.0

0
0 6.0 12.0 18.0 24.0 30.0

27.0

36.0

Airflow: 25.5 CFM         

Static Pressure: 40.3 mm-H2O

Blade / Housing: 

Plastic Material UL 94V-0 P.B.T.         

Lead Wire: UL1007 #26 AWG

Weight: 90.2 g

48

2B         

05 D W U

24           
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)

2B: 2-ball bearing  L   S: sleeve bearing: sintetico bearing 2B: 2-ball bearing  L  S: sleeve bearing: sintetico bearing 

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.



5352

OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

Voltage Available Function AvailableBearing System Available
L2B N A I F R Q S T M V C P D

60x60x38mm

Airflow (CFM)

S

FD6038-P SERIES

Model No.
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FD486038L B -P         
FD486038MB-P         
FD486038HB -P         
FD486038EB -P         

24~56.0          
24~56.0          
24~56.0          

24~56.0         

VDC   VDC   W   RPM   CFM mm-H2O    dB(A)     Hour    mA  

B
e

a
ri

n
g

  
  

  

26.0

10.4

5.2

0
0 10.8 21.6 32.4 43.2 54.0

15.6

20.8

Airflow: 26.7~45.5 CFM         

Static Pressure: 8.1~22.9 mm-H2O

Blade / Housing: 

Plastic Material UL 94V-0 P.B.T.         

Lead Wire: UL1007 #24 AWG

Weight: 115.6 g

2B         
2B          
2B         
2B        

2412 4805 W U

26.7FD126038LB -P       2.28 80000        41.0
FD126038MB-P         32.6       

75000            
47.0

190

450FD126038HB -P         
260 80000        

51.038.5

8.1
12.2
16.5

3.12
5.40

4500   
5500       
6500       

4
3
2

7~13.2          
7~13.2          
7~13.2          

2B          
2B         
2B          

65000            720FD126038EB -P         55.045.5 22.9 8.647500 17~13.2          2B          
FD246038LB -P       
FD246038MB-P         
FD246038HB -P         

12~26.4          
12~26.4          
12~26.4          

2B          
2B         
2B          

FD246038EB -P         12~26.4          2B          

48           

12           

24           

26.7 2.64 80000        41.0
32.6       

75000            
47.0

110

250
170 80000        

51.038.5

8.1
12.2
16.5

4.08
6.00

4500   
5500       
6500       

4
3
2

65000            360 55.045.5 22.9 8.647500 1
26.7 3.36 80000        41.0
32.6       

75000            
47.0

70

130
90 80000        

51.038.5

8.1
12.2
16.5

4.32
6.24

4500   
5500       
6500       

4
3
2

65000            190 55.045.5 22.9 9.127500 1
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OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

Voltage Available Function AvailableBearing System Available
L2B N A I F R Q S T M V C P D

80x80x32mm

Airflow (CFM)

S

FD8032-P SERIES

Model No.

R
a

te
d
 

V
o

lt
a

g
e
 

O
p

e
ra

ti
n

g
 

V
o

lt
a

g
e
 R

a
n

g
e

S
p

e
e

d

M
a

x
. 
A

ir
fl

o
w

M
a

x
. 

S
ta

ti
c
 P

re
s
s
u

re

C
u

rr
e

n
t

P
o

w
e

r 
C

o
n

s
u

m
p

ti
o

n
  
  
  
  
  

o
L

if
e
 a

t 
4

0
C

 L
1

0

P
-Q

 C
u

rv
e

N
o

is
e
 L

e
v
e

l

VDC   VDC   W   RPM   CFM mm-H2O    dB(A)     Hour    mA  

B
e

a
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n
g

  
  

  

23.0

9.2

4.6

0
0 16.4 32.8 49.2 65.6 82.0

13.8

18.4

Airflow: 48.6~80.5 CFM         

Static Pressure: 13.5~22.3 mm-H2O

Blade / Housing: 

Plastic Material UL 94V-0 P.B.T.         

Lead Wire: UL1007 #24 AWG

Weight: 148.2 g

2412 4805 W U

48.6FD128032LB -P       2.88 80000        45.0
FD128032MB-P         58.3

75000            
49.0

240

650FD128032HB -P         
350 80000        

53.069.4

13.5
16.2
19.2

4.20
7.80

3500   
4200       
5000

4
3
2

7~13.2          
7~13.2          
7~13.2          

2B          
2B         
2B          

65000            830FD128032EB -P         56.080.5 22.3   9.965800 17~13.2          2B          
FD248032LB -P       
FD248032MB-P         
FD248032HB -P         

12~26.4          
12~26.4          
12~26.4          

2B          
2B         
2B          

FD248032EB -P         12~26.4          2B          

12           

24           
75000            330 53.069.4 19.2 7.925000 2
65000            450 56.080.5 22.3 10.805800 1

58.3 49.0220 80000        16.2 5.284200       3
48.6 3.60 80000        45.015013.53500   4
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2B: 2-ball bearing  L   S: sleeve bearing: sintetico bearing 2B: 2-ball bearing  L  S: sleeve bearing: sintetico bearing 

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.



5554

OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

Voltage Available Function AvailableBearing System Available
L2B N A I F R Q S T M V C P D

80x80x38mm

Airflow (CFM)

S

FD8038-P SERIES

Model No.
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FD488038L B -P         
FD488038MB-P         
FD488038HB -P         
FD488038EB -P         

24~56.0          
24~56.0          
24~56.0          

24~56.0         

VDC   VDC   W   RPM   CFM mm-H2O    dB(A)     Hour    mA  

B
e

a
ri

n
g

  
  

  

38.0

15.2

7.60

0
0 24.0 48.0 72.0 96.0 120

22.8

30.4

Airflow: 47.6~81.2 CFM         

Static Pressure: 7.5~20.5 mm-H2O

Blade / Housing: 

Plastic Material UL 94V-0 P.B.T.         

Lead Wire: UL1007 #24 AWG

Weight: 172.6 g

2B         
2B          
2B         
2B        

2412 4805 W U

47.6FD128038LB -P       2.88 80000        41.5
FD128038MB-P         58.9

75000            
47.0

240

580FD128038HB -P         
380 80000        

51.569.2

7.5
11.2
15.2

4.56
6.96

3400   
4200       
4900       

5
4
3

7~13.2          
7~13.2          
7~13.2          

2B          
2B         
2B          

65000            800FD128038EB -P         55.081.2 20.5 9.605700 27~13.2          2B          

FD248038LB -P       
FD248038MB-P         
FD248038HB -P         

12~26.4          
12~26.4          
12~26.4          

2B          
2B         
2B          

FD248038EB -P         12~26.4          2B          

48           

12           

24           

3.12 80000        41.5

75000            
47.0

130

280
200 80000        

51.5
4.80
6.72

5
4
3

65000            420 55.010.08 2
3.84 80000        41.5

75000            
47.0

80

150
110 80000        

51.5
5.28
7.20

5
4
3

65000            200 55.09.60 2

47.6
58.9
69.2

7.5
11.2
15.2

3400   
4200       
4900       

81.2 20.55700
47.6
58.9
69.2

7.5
11.2
15.2

3400   
4200       
4900       

81.2 20.55700

65000            2000FD128038UB -P         62.5116.0 37.2 24.08000 17~13.2          2B          
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OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

Voltage Available Function AvailableBearing System Available
L2B N A I F R Q S T M V C P D

92x92x38mm

Airflow (CFM)
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FD9238-P SERIES

Model No.
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FD489238L B -P         
FD489238MB-P         
FD489238HB -P         
FD489238EB -P         

24~56.0          
24~56.0          
24~56.0          

24~56.0         

VDC   VDC   W   RPM   CFM mm-H2O    dB(A)     Hour    mA  

B
e

a
ri

n
g

  
  

  

18.0

7.2

3.6

0
0 27.8 55.6 83.4 111.2 139.0

10.8

14.4

Airflow: 80.5~117.3 CFM         

Static Pressure: 7.8~15.5 mm-H2O

Blade / Housing: 

Plastic Material UL 94V-0 P.B.T.         

Lead Wire: UL1007 #24 AWG

Weight: 198.4 g

2B         
2B          
2B         
2B        

2412 4805 W U

80.5FD129238LB -P       5.40 80000        48.0
FD129238MB-P         92.6

75000            
51.0

450

950FD129238HB -P         
640 80000        

55.0102.9

7.8
10.9
11.9

7.68
11.40

3300
3800
4300       

4
3
2

7~13.2          
7~13.2          
7~13.2          

2B          
2B         
2B          

65000            1700FD129238EB -P         57.0117.3 15.5 20.404900 17~13.2          2B          
FD249238LB -P       
FD249238MB-P         
FD249238HB -P         

12~26.4          
12~26.4          
12~26.4          

2B          
2B         
2B          

FD249238EB -P         12~26.4          2B          

48           

12           

24           

80.5 6.00 80000        48.0
92.6

75000            
51.0

250

470
350 80000        

55.0102.9

7.8
10.9
11.9

8.40
11.28

3300
3800
4300       

4
3
2

65000            600 57.0117.3 15.5 14.404900 1
80.5 6.24 80000        48.0
92.6

75000            
51.0

130

290
170 80000        

55.0102.9

7.8
10.9
11.9

8.16
13.92

3300
3800
4300       

4
3
2

65000            290 57.0117.3 15.5 13.924900 1
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2B: 2-ball bearing  L   S: sleeve bearing: sintetico bearing 2B: 2-ball bearing  L  S: sleeve bearing: sintetico bearing 

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.
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OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

Voltage Available Function AvailableBearing System Available
L2B N A I F R Q S T M V C P D

120x120x38mm

Airflow (CFM)

S

FD1238-P SERIES

Model No.
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FD481238L B-P         
FD481238MB-P         
FD481238HB-P         
FD481238EB-P         

35~56.0          
35~56.0          
35~56.0          

35~56.0         

VDC   VDC   W   RPM   CFM mm-H2O    dB(A)     Hour    mA  

B
e

a
ri

n
g

  
  

  

52.0

20.8

10.4

0
0 64.0 128 192 256 320

31.2

41.6

Airflow: 194.4~315.3 CFM         

Static Pressure: 31.1~50.5 mm-H2O

Blade / Housing: 

Plastic Material UL 94V-0 P.B.T.         

Lead Wire: UL1007 #22 AWG

Weight: 400 g

2B         
2B          
2B         
2B        

2412 4805 W U

194.4FD121238LB-P 26.40 80000        64.0
FD121238MB-P         213.7 66.0

2200
2600 80000        

31.1
34.2 31.20

4000
4400

5
4

8~13.2          
8~13.2          

2B          
2B         

FD241238LB-P       
FD241238MB-P         
FD241238HB-P         

15~27.0          
15~27.0        
15~27.0          

2B          
2B         
2B          

FD241238EB-P         15~27.0         2B          

48           

12           

24           

194.4 20.40 80000        64.0
213.7

65000            
66.0

850

1600
1000 80000        

69.5247.6

31.1
34.2
39.6

24.00
38.40

4000
4400
5100

5
4
3

65000            2400 72.5281.5 45.1 57.605800 2
194.4 22.08 80000        64.0
213.7

75000            
66.0

460

750
550 80000        

69.5247.6

31.1
34.2
39.6

26.40
36.00

4000
4400
5100

5
4
3

65000            1100 72.5281.5 45.1 52.805800 2
FD481238EB-P         35~56.0          2B        65000            1550 74.5315.3 50.5 74.406500 1
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OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

Voltage Available Function AvailableBearing System Available
L2B N A I F R Q S T M V C P D

120x120x38mm

Airflow (CFM)
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FD1238-R SERIES

Model No.
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p
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n
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4
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FD481238L B -R         
FD481238MB-R         
FD481238HB -R         
FD481238EB -R         

24~56.0          
24~56.0          
24~56.0          

24~56.0         

VDC   VDC   W   RPM   CFM mm-H2O    dB(A)     Hour    mA  

B
e

a
ri

n
g

  
  

  

21.0

8.4

4.2

0
0 29.0 58.0 87.0 116 145

12.6

16.8

Airflow: 88.0~142.0 CFM         

Static Pressure: 8.4~20.0 mm-H2O

Blade / Housing: 

Plastic Material UL 94V-0 P.B.T. 

Frame:Die-Casting Aluminum        

Lead Wire: UL1007 #22 AWG

Weight: 396.8 g

2B         
2B          
2B         
2B        

2412 4805 W U

88.0FD121238LB -R       3.24 80000        45.5
FD121238MB-R         100.9

75000            
47.0

270

520FD121238HB -R         
360 80000        

51.0113.9

8.4
10.5
13.0

4.32
6.24

2800
3200
3600

5
4
3

7~13.2          
7~13.2          
7~13.2          

2B          
2B         
2B          

65000            700FD121238EB -R         55.0127.0 16.0 8.404000 27~13.2          2B          

FD241238LB -R       
FD241238MB-R         
FD241238HB -R         

12~26.4          
12~26.4          
12~26.4          

2B          
2B         
2B          

FD241238EB -R         12~26.4          2B          

48           

12           

24           

FD121238EB -R         7~13.2          2B          

FD241238EB -R         12~26.4          2B          

FD481238EB -R         24~56.0          2B        

65000            950 58.5142.0 20.0 11.404500 1
88.0 3.48 80000        45.5

100.9
75000            

47.0
145

270
195 80000        

51.0113.9

8.4
10.5
13.0

4.68
6.48

2800
3200
3600

5
4
3

65000            370 55.0127.0 16.0 8.884000 2
65000            520 58.5142.0 20.0 12.484500 1

88.0 4.80 80000        45.5
100.9

75000            
47.0

100

170
130 80000        

51.0113.9

8.4
10.5
13.0

6.24
8.16

2800
3200
3600

5
4
3

65000            200 55.0127.0 16.0 9.604000 2
65000            270 58.5142.0 20.0 12.964500 1

2B: 2-ball bearing  L   S: sleeve bearing: sintetico bearing 2B: 2-ball bearing  L  S: sleeve bearing: sintetico bearing 

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.
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OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

Voltage Available Function AvailableBearing System Available
L2B N A I F R Q S T M V C P D

172x150x51mm

Airflow (CFM)

S
ta

ti
c 

P
re

s
s

u
re

 (
m

m
-H

2
O

)

S

FD1751 SERIES

Model No.
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FD481751L B         
FD481751MB         
FD481751HB         
FD481751EB         

24~56.0          
24~56.0          
24~56.0          

24~56.0         

VDC   VDC   W   RPM   CFM mm-H2O    dB(A)     Hour    mA  

B
e

a
ri

n
g

  
  

  

55.0

22.0

11.0

0
0 94.0 188 282 376 470

33.0

44.0

2B         
2B          
2B         
2B        

2412 4805 W U

247.5FD121751LB 21.60 80000        57.2
FD121751MB         294.4 62.1

1800
2800 80000        

16.7
23.7 33.60

3000
3500

6
5

7~13.2          
7~13.2          

2B          
2B         

FD241751LB       
FD241751MB         
FD241751HB         

12~26.4          
12~26.4
12~26.4

2B          
2B         
2B          

FD241751EB         12~26.42B          

48           

12           

24           

20.40 80000        

75000            

850

1850
1250 80000        30.00

40.40
65000            2700 64.80

247.5 21.12 80000        57.2
294.4

75000            
62.1

440

950
650 80000        

63.0335.4

16.7
23.7
29.8

31.20
45.60

3000
3500
4000

6
5
4

65000            1250 67.3379.7 37.1 60.004500 3
FD481751EB         24~56.0          2B        65000            1650 71.1419.9 46.3 79.205000 2
FD481751EB         24~56.0          2B        65000            2400 73.1464.0 52.0 115.25500 1

247.5
294.4
335.4

16.7
23.7
29.8

3000
3500
4000

379.7 37.14500

57.2
62.1
63.0

6
5
4

67.33

2B: 2-ball bearing  S: sleeve bearing  

OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

Voltage Available Bearing System Available
2B

80x80x25mm

Airflow (CFM)
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FV8025 SERIES

7.00

2.80

1.40

0
0 12.0 24.0 36.0 48.0 60.0

4.20

5.60

Airflow: 38.0~55.1 CFM         

Static Pressure: 3.9~6.6 mm-H2O

Blade: 

Plastic Material UL 94V-0 P.B.T.

Frame:Die-Casting Aluminum

Weight: 138 g

115

38.6/44.1FV18025LBA       1.90/2.40 50000        34.0/38.5
FV18025MBA         

50000            
38.5/42.0

0.11/0.13

0.16/0.19FV18025HBA         
0.15/0.17 50000        

42.0/45.5

3.9/4.4
4.4/5.7
5.7/6.6

2.80/3.60
3.40/4.30

2800/3200
3200/3600
3600/4000

3/2
2/1

2B          
2B         
2B          

110

S230

50/60
50/60
50/60

44.1/49.6
49.6/55.1

FV28025LBA       2.80/3.40 50000        34.0/38.5
FV28025MBA         

50000            
38.5/42.0

0.11/0.13

0.15/0.18FV28025HBA         
0.14/0.17 50000        

42.0/45.5
3.80/4.80
4.30/5.30

2800/3200
3200/3600
3600/4000

2B          
2B         
2B          

220
50/60
50/60
50/60

Model No.
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VAC   W   RPM   CFM mm-H2O    dB(A)     Hour    A  

B
e

a
ri

n
g

  
  

  

P
-Q

 C
u

rv
e

F
re

q

Hz

4/3

3/2
2/1

4/338.6/44.1 3.9/4.4
4.4/5.7
5.7/6.6

44.1/49.6
49.6/55.1

2B: 2-ball bearing  L   S: sleeve bearing: sintetico bearing

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.

Airflow: 247.5~464.0 CFM         

Static Pressure: 16.7~52.0 mm-H2O

Blade / Housing: 

Plastic Material UL 94V-0 P.P.O. 

Frame:Die-Casting Aluminum        

Lead Wire: UL1007 #22 AWG

Weight: 1080 g



60 61

2B: 2-ball bearing  S: sleeve bearing  

OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

Voltage Available Bearing System Available
2B

80x80x26mm

Airflow (CFM)
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FA08025T SERIES

5.50

2.20

1.10

0
0 4.00 8.00 12.0 16.0 20.0

3.30

4.40

Airflow: 14.5~18.3 CFM         

Static Pressure: 3.31~5.16 mm-H2O

Blade: 

Plastic Material UL 94V-0 P.B.T.

Frame:Die-Cast Aluminum

Weight: 260 g

115 S230

Model No.
15.0/13.0 20000        28.2/35.00.17/0.15 /
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VAC   W   RPM   CFM mm-H2O    dB(A)     Hour    A  Hz

14.5/18.3 3.31/5.162500/3000

115
2500/3000

FA208025H BT -T       
FA208025H BL -T        

2B          
2B         

230

FA108025HS T -T       
FA108025HS L -T        

S          
S         

50/60
50/60

FA108025H BT -T       
FA108025H BL -T        

2B          
2B         

FA208025HS T -T       
FA208025HS L -T        

S          
S         

50/60
50/60

15.0/13.0 20000        28.2/35.00.17/0.15 /14.5/18.3 3.31/5.16
15.0/13.0 60000        28.2/35.00.17/0.15 /14.5/18.3 3.31/5.162500/3000

2500/3000 15.0/13.0 60000        28.2/35.00.17/0.15 /14.5/18.3 3.31/5.16
15.0/13.0 20000        28.2/35.00.08/0.07 /14.5/18.3 3.31/5.162500/3000

2500/3000
50/60
50/60
50/60
50/60

15.0/13.0 20000        28.2/35.00.08/0.07 /14.5/18.3 3.31/5.16
15.0/13.0 60000        28.2/35.00.08/0.07 /14.5/18.3 3.31/5.162500/3000

2500/3000 15.0/13.0 60000        28.2/35.00.08/0.07 /14.5/18.3 3.31/5.16

80x80x38mm

FA08038T SERIES

Airflow: 16.7~24.3 CFM         

Static Pressure: 2.88~6.29 mm-H2O

Blade: 

Plastic Material UL 94V-0 P.B.T.

Frame:Die-Cast Aluminum

Weight: 370 g

OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

Airflow (CFM)
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Model No.
14.0/12.0 20000        29.9/37.20.12/0.10 /
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VAC   W   RPM   CFM mm-H2O    dB(A)     Hour    A  Hz

20.4/24.3 4.45/6.292450/3000

115

230

FA108038HS T -T       
FA108038HS L -T        

S          
S         

50/60
50/60

FA108038M BT -T       
FA108038M BL -T        

2B          
2B         

50/60
50/60

11.0/ 9.0 60000        26.2/29.20.07/0.06 /16.7/18.8 2.88/3.352100/2300
14.0/12.0 20000        29.9/37.20.12/0.10 /20.4/24.3 4.45/6.292450/3000

FA108038H BT -T       
FA108038H BL -T        

2B          
2B         

50/60
50/60

11.0/ 9.0 60000        26.2/29.20.07/0.06 /16.7/18.8 2.88/3.352100/2300
14.0/12.0 60000        29.9/37.20.12/0.10 /20.4/24.3 4.45/6.292450/3000
14.0/12.0 60000        29.9/37.20.12/0.10 /20.4/24.3 4.45/6.292450/3000
14.0/12.0 20000        29.9/37.20.06/0.05 /20.4/24.3 4.45/6.292450/3000FA208038HS T -T       

FA208038HS L -T        
S          
S         

50/60
50/60

FA208038M BT -T       
FA208038M BL -T        

2B          
2B         

50/60
50/60

11.0/ 9.0 60000        26.2/29.20.05/0.04 /16.7/18.8 2.88/3.352100/2300
14.0/12.0 20000        29.9/37.20.06/0.05 /20.4/24.3 4.45/6.292450/3000

FA208038H BT -T       
FA208038H BL -T        

2B          
2B         

50/60
50/60

11.0/ 9.0 60000        26.2/29.20.05/0.04 /16.7/18.8 2.88/3.352100/2300
14.0/12.0 60000        29.9/37.20.06/0.05 /20.4/24.3 4.45/6.292450/3000
14.0/12.0 60000        29.9/37.20.06/0.05 /20.4/24.3 4.45/6.292450/3000

2B: 2-ball bearing  S: sleeve bearing  

Voltage Available Bearing System Available
2B115 S230

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.
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2B: 2-ball bearing  S: sleeve bearing  

OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

92x92x25.5mm

FA09225T SERIES

Airflow: 17.3~32.0 CFM         

Static Pressure:1.39~5.70 mm-H2O

Blade: 

Plastic Material UL 94V-0 P.B.T.

Frame:Die-Cast Aluminum

Weight: 260 g

Model No.
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VAC   W   RPM   CFM mm-H2O    dB(A)     Hour    A  
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26/32FA109225HS T -T       15.0/13.0 20000        31.7/39.1
FA109225HS L -T        

3.80/5.702500/3000

P
-Q

 C
u

rv
e

S          
S         

115

F
re

q

Hz

50/60
50/60

0.18/0.16
26/32 15.0/13.0 20000        31.7/39.13.80/5.702500/3000 /0.18/0.16
17.3/18.3FA109225L BT -T       7.0/6.0 60000        26.5/27.0

FA109225L BL -T        
1.39/1.421600/18002B          

2B         
50/60
50/60

0.07/0.06

22/25FA109225M BT-T       10.0/9.0 60000        28.6/32.0
FA109225M BL-T        

2.50/2.902100/23002B          
2B         

50/60
50/60

0.09/0.08
22/25 10.0/9.0 60000        28.6/32.02.50/2.902100/2300 0.09/0.08

FA109225H BT -T       
FA109225H BL -T        

2500/30002B          
2B         

50/60
50/60 2500/3000

FA209225HS T-T       
FA209225HS L -T        

S          
S         

230

50/60
50/60

FA209225M BT-T       
FA209225M BL-T        

2B          
2B         

50/60
50/60

FA209225H BT-T       
FA209225H BL -T        

2B          
2B         

50/60
50/60

/

/

/
/

/

Airflow (CFM)
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6.00

2.40

1.20

0
0 7.00 14.0 21.0 28.0 35.0

3.60

4.80

FA209225L BT -T       
FA209225L BL -T        

2B          
2B         

50/60
50/60

2500/3000
2500/3000

26/32 15.0/13.0 20000        31.7/39.13.80/5.702500/3000 0.08/0.07
26/32 15.0/13.0 20000        31.7/39.13.80/5.702500/3000 /0.08/0.07

/

/
26/32 15.0/13.0 60000        31.7/39.13.80/5.70 0.08/0.07
26/32 15.0/13.0 60000        31.7/39.13.80/5.70 /0.08/0.07

/

/
26/32 15.0/13.0 60000        31.7/39.13.80/5.70
26/32 15.0/13.0 60000        31.7/39.13.80/5.70 /

/0.18/0.16
0.18/0.16

17.3/18.3 7.0/6.0 60000        26.5/27.01.39/1.421600/1800 0.07/0.06 /

17.3/18.3 7.0/6.0 60000        26.5/27.01.39/1.421600/1800 0.05/0.04

22/25 10.0/9.0 60000        28.6/32.02.50/2.902100/2300 0.09/0.08
22/25 10.0/9.0 60000        28.6/32.02.50/2.902100/2300 0.09/0.08

/

/
/

17.3/18.3 7.0/6.0 60000        26.5/27.01.39/1.421600/1800 0.05/0.04 /

2B: 2-ball bearing  S: sleeve bearing  

OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

92x92x38.0mm

Airflow (CFM)

FA09238T SERIES

Airflow: 34.0~47.0 CFM         

Static Pressure: 2.20~6.00 mm-H2O

Blade: 

Plastic Material UL 94V-0 P.B.T.

Frame:Die-Cast Aluminum

Weight: 450 g

Model No.
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VAC   W   RPM   CFM mm-H2O    dB(A)     Hour    A  
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40/47FA109238HS T -T       14.0/12.0 20000        36.0/41.0
FA109238HS L -T        

4.50/6.002550/3100S          
S         

115

50/60
50/60

0.12/0.11
40/47 14.0/12.0 20000        36.0/41.04.50/6.002550/3100 /0.12/0.11
36/34FA109238L BT -T       7.0/5.0 60000        30.2/27.8

FA109238L BL -T        
3.20/2.201900/18002B          

2B         
50/60
50/60

0.05/0.04

38/40FA109238M BT-T       11.0/9.0 60000        32.9/35.3
FA109238M BL-T        

3.88/3.782200/24002B          
2B         

50/60
50/60

0.07/0.06
38/40 11.0/9.0 60000        22.9/35.33.88/3.782200/2400 0.07/0.06

FA109238H BT -T       
FA109238H BL -T        

2550/31002B          
2B         

50/60
50/60 2550/3100

FA209238HS T-T       
FA209238HS L -T        

S          
S         

230
FA209238H BT-T       
FA209238H BL -T        

2B          
2B         

/

/

/
/

/
40/47 14.0/12.0 60000        36.0/41.04.50/6.00
40/47 14.0/12.0 60000        36.0/41.04.50/6.00 /

/0.12/0.11
0.12/0.11

36/34 7.0/5.0 60000        30.2/27.83.20/2.201900/1800 0.05/0.04 /

2550/310050/60
50/60 2550/3100 /

40/47 14.0/12.0 60000        36.0/41.04.50/6.00
40/47 14.0/12.0 60000        36.0/41.04.50/6.00 /

/0.06/0.05
0.06/0.05

2550/310050/60
50/60 2550/3100 /

40/47 14.0/12.0 60000        36.0/41.04.50/6.00
40/47 14.0/12.0 60000        36.0/41.04.50/6.00 /

/0.06/005
0.06/0.05
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Voltage Available Bearing System Available
2B115 S230

Voltage Available Bearing System Available
2B115 S230

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.
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OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

120x120x25.5mm

Airflow (CFM)
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FA12025T SERIES

6.50
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1.30

0
0 14.0 28.0 42.0 56.0 70.0

3.90

5.20

Airflow: 43.2~67.27 CFM         

Static Pressure: 1.5~6.2 mm-H2O

Blade: 

Plastic Material UL 94V-0 P.B.T.

Frame:Die-Cast Aluminum

Weight: 390 g

57.5/67.3FA112025HS T -T       17.0/15.0 20000        44.5/48.2
FA112025HS L -T        

5.30/6.202400/2900S          
S         

50/60
50/60

0.25/0.20
57.5/67.3 17.0/15.0 20000        44.5/48.25.30/6.202400/2900 /0.25/0.20

/

Model No.
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VAC   W   RPM   CFM mm-H2O    dB(A)     Hour    A  
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u

rv
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115

F
re

q

Hz

47.1/43.2FA112025L BT -T       8.0/6.0 60000        36.7/35.0
FA112025L BL -T        

2.30/1.501800/16002B          
2B         

50/60
50/60

0.06/0.05

53.8/57.8FA112025M BT-T       12.0/10.0 60000        43.0/45.0
FA112025M BL-T        

3.99/3.772200/23002B          
2B         

50/60
50/60

0.09/0.08
53.8/57.8 12.0/10.0 60000        43.0/45.03.99/3.772200/2300 0.09/0.08

FA112025H BT -T       
FA112025H BL -T        

2B          
2B         

50/60
50/60

FA212025HS T-T       
FA212025HS L -T        

S          
S         

230

50/60
50/60

FA212025M BT-T       
FA212025M BL-T        

2B          
2B         

50/60
50/60

FA212025H BT-T       
FA212025H BL -T        

2B          
2B         

50/60
50/60

/

/
/

FA212025L BT -T       
FA212025L BL -T        

2B          
2B         

50/60
50/60

47.1/43.2 8.0/6.0 60000        36.7/35.02.30/1.501800/1600 0.06/0.05 /

57.5/67.3 17.0/15.0 20000        44.5/48.25.30/6.202400/2900 0.25/0.20 /
57.5/67.3 17.0/15.0 20000        44.5/48.25.30/6.202400/2900 0.25/0.20 /
57.5/67.3 17.0/15.0 20000        44.5/48.25.30/6.202400/2900 0.09/0.07
57.5/67.3 17.0/15.0 20000        44.5/48.25.30/6.202400/2900 /0.09/0.07

/

47.1/43.2 8.0/6.0 60000        36.7/35.02.30/1.501800/1600 0.05/0.04

53.8/57.8 12.0/10.0 60000        43.0/45.03.99/3.772200/2300 0.06/0.05
53.8/57.8 12.0/10.0 60000        43.0/45.03.99/3.772200/2300 0.06/0.05

/

/
/

47.1/43.2 8.0/6.0 60000        36.7/35.02.30/1.501800/1600 0.05/0.04 /

57.5/67.3 17.0/15.0 20000        44.5/48.25.30/6.202400/2900 0.09/0.07 /
57.5/67.3 17.0/15.0 20000        44.5/48.25.30/6.202400/2900 0.09/0.07 /

OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

120x120x38mm

Airflow (CFM)
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FA12038T SERIES

9.00
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0
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7.20

Airflow: 65.0~108.0 CFM         

Static Pressure: 2.04~8.80 mm-H2O

Blade: 

Plastic Material UL 94V-0 P.B.T.

Frame:Die-Cast Aluminum

Weight: 550 g

Model No.
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VAC   W   RPM   CFM mm-H2O    dB(A)     Hour    A  
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96/108FA112038HS T -T       17.0/15.0 20000        45.0/50.0
FA112038HS L -T        

7.80/8.802500/3000

P
-Q

 C
u

rv
e

S          
S         

115

F
re

q

Hz

50/60
50/60

0.25/0.21
96/108 17.0/15.0 20000        45.0/50.07.80/8.802500/3000 /0.25/0.21
83/65FA112038L BT -T       9.0/8.0 60000        41.1/32.5

FA112038L BL -T        
4.20/2.041800/16002B          

2B         
50/60
50/60

0.10/0.10
83/65 9.0/8.0 60000        41.1/32.54.20/2.041800/1600 0.10/0.10
90/88FA112038M BT-T       12.0/11.0 60000        41.0/43.0

FA112038M BL-T        
6.20/4.002100/23002B          

2B         
50/60
50/60

0.14/0.13
90/88 12.0/11.0 60000        41.0/43.06.20/4.002100/2300 0.14/0.13
96/108FA112038H BT -T       17.0/15.0 60000        45.0/50.0

FA112038H BL -T        
7.80/8.802500/30002B          

2B         
50/60
50/60

0.25/0.21
96/108 17.0/15.0 60000        45.0/50.07.80/8.802500/3000 0.25/0.21
96/108FA212038HS T-T       17.0/15.0 20000        45.0/50.0

FA212038HS L -T        
7.80/8.802500/3000S          

S         

230

50/60
50/60

0.12/0.10
96/108 17.0/15.0 20000        45.0/50.07.80/8.802500/3000 0.12/0.10
90/88FA212038M BT-T       12.0/11.0 60000        41.0/43.0

FA212038M BL-T        
6.20/4.002100/23002B          

2B         
50/60
50/60

0.07/0.06
90/88 12.0/11.0 60000        41.0/43.06.20/4.002100/2300 0.07/0.06
96/108FA212038H BT-T       17.0/15.0 60000        45.0/50.0

FA212038H BL -T        
7.80/8.802500/30002B          

2B         
50/60
50/60

0.12/0.10
96/108 17.0/15.0 60000        45.0/50.07.80/8.802500/3000 /0.12/0.10

/

/
/

/
/

/

/
/

/
/

/
/

2B: 2-ball bearing  S: sleeve bearing  

Voltage Available Bearing System Available
2B115 S230

2B: 2-ball bearing  S: sleeve bearing  

Voltage Available Bearing System Available
2B115 S230

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.
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OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

Airflow (CFM)
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FA17251T SERIES

22.0

8.8

4.4

0
0 50.0 100 150 200 250

13.2

17.6

Airflow: 190.0~223.0 CFM         

Static Pressure: 15.0~19.0 mm-H2O

Blade: 

Plastic Material UL 94V-0 P.B.T.

Frame:Die-Cast Aluminum

Weight: 1050 g

172x150x51mm

Model No.
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0.24/0.25
190/223 24.0/28.0 60000        56.6/60.615.0/19.02600/3000 /0.24/0.25
190/223FA217251H BT -T       24.0/28.0 60000        56.6/60.6

FA217251H BL -T        
15.0/19.02600/30002B          

2B         
50/60
50/60

0.12/0.16
190/223 24.0/28.0 60000        56.6/60.615.0/19.02600/3000 0.12/0.16

230

/FA117251H BT -T       
FA117251H BL -T        

2B          
2B         

50/60
50/60

/
/

OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

176x176x89mm

Airflow (CFM)
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FA17689T SERIES
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Airflow: 344.8~397.2 CFM         

Static Pressure: 15.9~20.7 mm-H2O

Blade: 

Plastic Material UL 94V-0 P.B.T.

Frame:Die-Cast Aluminum

Weight: 2000 g

Model No.
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FA117689H BT -T       
FA117689H BL -T        

2B          
2B         

50/60
50/60

230
FA217689H BT-T       
FA217689H BL -T        

2B          
2B         

50/60
50/60

344.8/397.2 50.0/52.0 40000        61.1/64.815.9/20.72650/3200 0.57/0.48 /
344.8/397.2 50.0/52.0 40000        61.1/64.815.9/20.72650/3200 0.57/0.48 /
344.8/397.2 43.0/52.0 40000        61.1/64.815.9/20.72650/3200 0.21/0.23 /
344.8/397.2 43.0/52.0 40000        61.1/64.815.9/20.72650/3200 0.21/0.23 /

2B: 2-ball bearing  S: sleeve bearing  

Voltage Available Bearing System Available
2B115 S230

2B: 2-ball bearing  S: sleeve bearing  

Voltage Available Bearing System Available
2B115 S230

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.



68 69

OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE

180x180x65mm

Airflow (CFM)
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FA18065T SERIES
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Airflow: 349.5~397.5 CFM         

Static Pressure: 17.6~22.0 mm-H2O

Blade: 

Plastic Material UL 94V-0 P.B.T.

Frame:Die-Cast Aluminum

Weight: 1800 g

Model No.
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FA118065H BT -T       
FA118065H BL -T        

2B          
2B         

50/60
50/60

230
FA218065H BT-T       
FA218065H BL -T        

2B          
2B         

50/60
50/60

349.5/397.5 50.0/52.0 40000        59.7/63.617.6/22.02650/3200 0.57/0.48 /
349.5/397.5 50.0/52.0 40000        59.7/63.617.6/22.02650/3200 0.57/0.48 /
349.5/397.5 43.0/52.0 40000        59.7/63.617.6/22.02650/3200 0.23/0.24 /
349.5/397.5 43.0/52.0 40000        59.7/63.617.6/22.02650/3200 0.23/0.24 /

OUTLINE DIMENSIONSPERFORMANCE P-Q CURVE
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FA25489T SERIES
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254x89mm
Airflow: 443.0~699.8 CFM         

Static Pressure: 6.87~8.39 mm-H2O

Blade: 

Plastic Material UL 94V-0 P.B.T.

Frame:Die-Casting Aluminum

Weight: 2000 g

230

115

FA125489M BT -T       
FA125489M BL -T        

2B          
2B         

50/60
50/60

34.0/37.0 40000        52.6/59.50.22/0.24 /443/518 6.87/8.391400/1600

FA125489H BT -T       
FA125489H BL -T        

2B          
2B         

50/60
50/60

34.0/37.0 40000        52.6/59.50.22/0.24 /443/518 6.87/8.391400/1600
60.0/67.0 40000        61.6/57.60.55/0.62 /700/620 8.90/6.802300/2200
60.0/67.0 40000        61.6/57.60.55/0.62 /700/620 8.90/6.802300/2200

FA225489M BT -T       
FA225489M BL -T        

2B          
2B         

50/60
50/60

34.0/37.0 40000        52.6/59.50.16/0.14 /443/518 6.87/8.391400/1600

FA225489H BT -T       
FA225489H BL -T        

2B          
2B         

50/60
50/60

34.0/37.0 40000        52.6/59.50.16/0.14 /443/518 6.87/8.391400/1600
60.0/67.0 40000        61.6/57.60.26/0.30 /700/620 8.90/6.802300/2200
60.0/67.0 40000        61.6/57.60.26/0.30 /700/620 8.90/6.802300/2200

2B: 2-ball bearing  S: sleeve bearing  

Voltage Available Bearing System Available
2B115 S230

2B: 2-ball bearing  S: sleeve bearing  

Voltage Available Bearing System Available
2B115 S230

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.

Please refer to Model Numbering System for bearing, function and speed level indication.
Specifications are subject to changes without notice. Please refer to the formally issued product specification via contacting Y.S. TECH sales department.

Visit Y.S. TECH web site at http://www.ystech.com.tw for updated information. Customized Specifications are designed accordingly.




